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LED LINEAR LIGHTING SOLUTION PROVIDER
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HUACAI OPTO ELECTRONICS CO. LTD. (COLORS), founded in 2008, is a national high-tech enterprise specializing in 
LED lighting. It has incubated a forefront-ranked brand-COLORS in the segmented domain, proficient in providing 
comprehensive lighting solutions for residential, office, commercial scenarios and the like, aspiring to become a worldly-
influential innovative brand. 

ABOUT COLORS

Fifteen-year History
Becomes leading enterprise in the 
segmented domain with 15-year 
accumulation.

Production Base
Established industrial parks in Jiangsu and 
Yangzhou, and factories in Foshan and 
Jiangmen. Featured in stable high quality, 
strong production capacity and quick 
delivery.

Certification System
Qualified for ISO9001 Quality System 
Certification, ISO14001 Environmental System 
Certification and product certifications 
inclusive of CE, UL and CCC etc.

International Brand
Registered trademarks in 30 countries and 
regions worldwide and carried out more than 
20 promotional tours throughout the year. 
Brand partners are worldwide distributed.

Group Company
Headquartered in Shenzhen with branches set 
up in Europe and the US, and more branches 
layout in the Yangtze River Delta and the Pearl 
River Delta.

Product System
Product portfolio includes LED encapsulation, 
silicone neon strip, linear lighting system and 
standard luminaire, capable of providing 
comprehensive lighting solutions for residential, 
office, commercial scenarios etc.

Independent R&D
Sticks to independent R&D and intellectual 
property management. Qualified for the title of 
National High-tech Enterprise, and repeatedly 
gained international design awards inclusive of 
IF, IDEA, RED DOT and GOLDEN PIN etc.

Global Market
Products are exported to over 90 countries and 
regions worldwide.
Dominates the European market and cooperates 
with many major well-known brands.
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VISION
Becomes a worldly-influential innovative lighting enterprise.

Brand Positioning
COLORS, a comprehensive linear lighting solution provider.

MISSION
Integrates light with space perfectly through innovative technology and design.

BRAND CONCEPT
Concentration │ Profession │Perfection │ Iteration │ Innovation

VALUES
Customers-centered
Strugglers-oriented
Simple because of mutual trust
The only constant is change.

PRODUCT CONCEPT
Simplified │ Experience-oriented 

CORPORATE CULTURE
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In 2015, COLORS began to establish cooperation mechanism for overseas channels. 
Headquartered in Shenzhen, it set up branch office in the US, built up a sound brand distributor system and established 
factory in Belarus apart from those in Yangzhou and Foshan. So far, it has registered trademarks in 25 countries and 
regions worldwide. It carried out over 20 global promotional tours throughout the year with brand partners distributed 
worldwide. Products are exported to over 90 countries and regions inclusive of Southeast Asia, North America, Latin 
America, Africa, Australia, Middle East, Europe, etc. Besides, it dominates the European market and cooperates with 
many major well-known brands.

GLOBAL LAYOUT
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COLORS has two directly-operated production bases in Yangzhou covering an area of 25,000 square meters and 300 
staffs. The production bases contain over 30 hi-speed automatic encapsulation lines, 15 automatic SMD and applied 
welding lines, 5 automatic extrusion lines and 6 automatic luminaire production lines, characterizing a complete 
production process for LED strip inclusive of LED encapsulation, hi-speed SMT, automatic welding and full series of 
water resistance with average monthly production capacity of LED strips reaching up to 1.5 million meters. Besides, 
COLORS modernized manufacturing factory to achieve a complete production process for linear luminaire inclusive 
of precision machining, automatic assembly, color spraying and free customization with average monthly production 
capacity reaching up to 120, 000 strips in order to assure customers of high-quality, super cost-effective products and 
rapid delivery.

COLORS has established a R&D expert team composed of over 50 core technicians, a majority of which graduated 
from top-rated universities and are proficient in such fields as optics, technique, material science, electrics, thermal 
physics, intelligent control and industrial design with more than 10-year R&D experience and technical know-how in 
linear lighting.

Laboratory of COLORS, covering an area of 460 square meters, was outfitted with 48 sets of equipment which was 
distributed as per safety zone, EMC zone, photoelectric zone, IP water resistance zone, aging zone and product 
reliability zone. Inspection covers products inclusive of LED strip, neon strip, linear luminaire, power supply and related 
accessories, with inspection standard ranging from safety, EMC, performance to product reliability. Testing reports can 
be tracked all the way from product design evaluation period to type approval period to guarantee quality of products.

Manufacturing

R&D

Laboratory & Inspection

R&D AND MANUFACTURING

COLORS strives to R&D in product and technology. So far, it has gained 3 invention patents and nearly 100 utility model 
patents and appearance patents.

Patent
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COLORS has won the title of National High-tech Enterprise in 2016, and was qualified for ISO9001 Quality System and 
ISO14001 Environmental System Certifications. 
All products have passed tests of third-party authoritative laboratory institutions and have obtained multiple quality 
certifications inclusive of CQC, CE, REACH, ROHS, UL, ETL, SAA, TUV, LM-80 etc. required by various countries and regions.  

Certification

CERTIFICATION SYSTEM

CQC Product Certification

ISO-9001& ISO-14001 
Certifications

COLORS strives to R&D in product and technology. So far, it has gained 3 invention patents and nearly 100 utility model 
patents and appearance patents.

Award

Design Awards

Golden Pin Design Award 2017I nternational Design Excellence 
Awards 2017

M-LINE 60 Module

Modular Linear Lighting System

Two-in-one of Wiring and luminaire installation ¤ Concise but not simple

LAR LIGHTING SYSTEM

German IF Design Award 2016

LLS 2.0 Free Light

Linear Lighting System 2.0

Myriad applications ¤ Shuttle briskly

LLS 2.0 LINEAR LIGHT SYSTEM

Module

Neon tube

Spotlight

Downlight

Golden Pin Design Award 2021

TLS-R Circular Track

Low-voltage magnetic neon track system

Coupling hardness with softness ¤ Slender and delicate ¤ Multiple optics

TLS-R NEON TRACK SYSTEM

Magic Line

German Red Dot Award 2021 Golden Pin Design Award 2021

NNR25 Magic Line

360-degree light-emitting silicone hose LED strip

360-degree uniform light emitting ¤ Bending at will ¤ Arbitrarily cut

MAGIC LINE NNR25
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For more customers engaging in to directly experience the high efficiency and convenience of linear lighting, COLORS 
has been ready to go abroad and participate in exhibitions, forums and the like providing diversified services for 
customers. 

MARKETING ACTIVITIES

COLORS carried out over 20 global exhibition tours per year. It built up brand booths with linear lighting and the space 
well-integrated in the hope of displaying its quality products, creative designs and comprehensive linear lighting 
solutions to customers worldwide. The brand booths are expected to be epitomes indicating COLORS of its proficiency 
in providing premium lighting solutions and supporting services.

Exhibitions & Fairs
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As building style is evolving to be Bauhaus-oriented, luminaire is required to iterate and upgrade to satisfy demands of space 
design. But how to integrate with space or even reconstruct space in virtue of linear lighting is still a question to be further 
explored, in which enterprises have the missions to develop products and innovate technology. COLORS, as a part, has been 
active in various offline forums and salons, interacting and analyzing tendency of luminaire with major companies and 
architectural lighting associations. Those activities are often prone to provide new perspectives and inspire COLORS with 
new design ideas.

“Customers-centered” is a solid faith of COLORS. We attach great importance to customers’ demands and feedback. In 
the past, COLORS has visited customers worldwide regularly and carried out regional roadshows to collect feedback and 
have in-depth communications with customers in terms of lighting demands and solutions. 

For customers’ deeper insight into COLORS and its products, 
we provide promotional materials inclusive of product catalog, 
demo box, demo board, presentation files etc. Product catalog 
elaborates on five product series of LED strip, silicone neon strip, 
profile system, track system and luminaire. Physical materials like 
demo box and board shows the actual products for customers’ 
clear understanding of product performance, applications and 
installation methods. 

Regional Roadshow
Brand Building 

Industry Forum
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Linear Lighting For All Applications

Hotel

Residential

Office

Retail

Gym&Spa

Theater & Museum

Garden Landscaping  

Station Hall

Maritime

Under Water  

Outdoor

Contour Lighting

Contour Lighting

Under Eave Lighting

Indoor Lighting

Wall Wash Lighting 

Facade Grazing Light-Downwards

Facade Grazing Light-Upwards

Step, Stairs

Under Beach 

Waterside 
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SCENCE

INDOOR & OUTDOOR

1

2

3

8

5

9
10

4

6
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Contour Lighting

Cove Lighting 

Geneal Lighting

Task Lighting

Orientation Lighting

Integrated Lighting

Accent Lighting

Wall Grazing

Wall Washing

Neon NNT

Strip 

Strip 

ALS

LLS-C 

GLS40

GLS40

GLS40

Strip ET/EF/EH 

Neon NMT/NMS 

LLS2.0 

GLS40

APPLICATION
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Product System
As a forerunner of linear lighting industry, COLORS keeps expanding the definition and boundary of linear lighting. It 
explores and develops versatile product portfolios as listed below in the hope of providing comprehensive lighting 
solutions for residential, office, commercial scenarios and the like.

LED Strip

COLORS LED Strip adopts self-encapsulated lamp beads 
that passed LM80 and TM30 tests, and are mounted 
automatically through high-speed SMT. It provides 
multiple options for power, color, CCT and CRI. In virtue of 
protection process such as silicone integrated extrusion 
and nano coating, it can achieve IP55, IP65, IP67, IP68-level 
protection. Besides, it has gained product certifications 
inclusive of CE, CB, ROHS, UL, etc., capable of extensive 
application for indoor or outdoor lighting and furniture, 
vehicle and advertisement and other supporting usage.

Silicone Neon Strip

COLORS Silicone Neon Strip adopts bi-color silicone 
integrated extrusion process, characterizing IP67/IP68-level 
protection. It shows resistance to saline solutions, acid & alkali, 
corrosive gases, fire and UV, and can be widely applied as 
indoor and outdoor decorative element, outline lighting of 
buildings and night scene lighting, satisfying both lighting 
and decorative demands.

Profile System 

Premised on flexible and splicing-supported linear light 
source, it highlights luminaire structure and optical 
parameters. It distinguishes itself to be an important indoor 
design element. The ultra-long continuous linear light can 
shuttle back and forth among ceiling, floor and wall to form 
myriad creative space styling, satisfying basic demands 
of both flood lighting and image decoration. The lighting 
effect is prone to be creative and full of futuristic sense, 
defining the space in a brand new way.

Track System

COLORS Lighting System contains TLS-R 48V neon track 
series. Upholding the principle of simple installation, flexible 
application and professional light distribution, it adopts 
track clip and magnetic installations. Outfitted with COLORS 
Quintet optical system, it achieves precise optical control, 
ultimate anti-glare and multiple light distributions, such as 
spotlighting, wall-washing, diffusion and so forth, capable 
of providing professional linear lighting solutions for office, 
furniture, commercial and industrial space.

 Luminaire

COLORS Luminaire, beyond its constant concise appearance 
design, adopts a more professional solution for light 
distribution, like wall washing and grazing, and a higher 
standard of heat dissipation and photoelectric indicators. 
Thus it can satisfy professional demands of indoor main 
lighting, accent lighting and special lighting, and be capable 
of providing a whole set of linear lighting solution for office, 
residential, commercial, and industrial space. When the 
dimming module get upgraded and smart, it is expected to 
lead a trend of future livable lighting. 
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LED LED Strip Silicone Neon
Strip Profile System LuminaireTrack System

Contents

LED Strip
Pro Series

Std Series

Toning Series

Vario Series

Silicone Neon Strip
Top Bend Series

Side Bend Series

3D Series

360° Lighting Series

Profile System 

ALS Series

LLS-L Series

LLS2.0 Series

LLS-C Series

M-LINE 60 Series

SKYLINE Series

Track System

Neon Track TLS-R Series

Luminaire 

SLIM Series 

GLS 40 Series

LINE 60 Series 

Circle Series 
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455 

477

495
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1
BIN
ONLY

VIP
Same
Forever

2
Step
SDCM

40
00
K

30
00
K

39E

39F

30G
30H

Binning

Spectroscopic standard of 
Complied with international ANSI standard, COLORS divides every CCT into 2 or 3 bins, at 2-step Mcadam 

ellipse at least, to ensure customers to get the same color of light even for different orders.

SDCM <2
SDCM <2, no visual difference among products of the same batch

A variety of colors for your choice
Customize any color, wavelength, CCT, and BIN coordinate of LED in addition to conventional color, CCT 

and BIN.

Customer-specific Bin management

Always the same Bin for different batches

One bin, 2-step, No visual difference forever

Assurance 

2-step Mcadam Ellipse

5-step Mcadam Ellipse

3-step Mcadam Ellipse

7-step Mcadam Ellipse

62C

60D
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27J
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18C19B
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ANSI 2 SDCM
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CRI CRI95（4000k)
CRI90（4000k)
CRI80（4000k)

CRI>80 CRI>90 CRI>95

Test Source Ref Source

Wave Length(nm)

spectrum
380           430           480           530           580           630           680           730           780

1.2

1

0.8

0.6

0.4

0.2

0

High CRI
Average CRI evaluation indicator

As natural as sunshine
The color rendition is as natural as sunshine with the CRI≥95 or full spectrum LEDs

TM-30-15 Test of Full spectrum LED

Color Rendering Performance
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Optimum Irradiated Articles Optimum Irradiated ArticlesCCT CCTTypical Applications Typical Applications

Color Application Guidelines
Diverse CCT are available for diverse environments. You may choose the most appropriate as required.

1700K

3500K

1900K

2300K

2500K

2700K

3000K

Antique

Bread

Gold

Solid Wood

Ancient Building

Club

Museum

Hotel

Homestay

Household

Shop

Leather

Phone

7500K

4000K

10000K+

4200K

5000K

5700K

6200K

Clothing Market

Fruit Supermarket

Ceramics Office

Silverwares Shopping

Jade Industrial

Glass Bathroom

Diamond Aquarium
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Pro Series

Pro series, referred to white light strips characterizing special functions 
or excellent performance, are tailored for specific applications. It contains 
ultra-long LED strips for spacious scenes, high-end LED strips for large-
scale projects, high-density LED strips for ultra-thin spot-free application, 
LED strips of small cutting unit for splicing in arbitrary length without dark 
area, and high luminous efficiency LED strips for energy-saving demands. 
This series can be utilized independently or in conjunction with profiles or 
luminaires to satisfy application expectation of high-end places such as 
offices, museum, galleries and theaters, as well as that of public spacious 
constructions such as schools, hospitals and government agencies, etc.

Toning Series

Toning series can achieve variable CCT as per diverse time periods and 
diverse user behaviors in one space. It contains toning LED strips with bi-
color white light, colorful RGB LED strips and RGB+W full-color LED strips 
with high compatibility with all kinds of dimming and toning controllers. It 
can be widely utilized in residential space, showroom, entertaining venues, 
bar, KTV, hotel and amusement parks for decorative lighting, atmosphere 
fostering and scenarios transformation in holidays.

Std Series

Std series are extensively utilized in auxiliary lighting and decorative 
lighting. With highly standardized, automated manufacturing technique 
adopted, it comes out cost-effective, continuously soldering-free and highly 
reliable. The versatile Std series are suitable for use in ceiling and grooves of 
residential space, stores, restaurants and conference rooms as background 
decoration or auxiliary lighting. 

Vario Series

Digital LED strip adopt constant current IC for single point control, and 
low voltage direct current as power supply, featured in safe, convenient, 
vibrant and colorful, can achieve dynamic light color conversion. It is widely 
used in decorative lighting of corners, wall edges, atmosphere foiling of 
entertaining venues and outline lighting of advertising boards, etc.

The LED strip contains four series of products, including “PRO Series”, “STD Series”, “Toning Series” and “Vario Series”.

Users can select the most suitable products by virtue of  the applications, requirements of functions, projects, and budgets.

Product Series
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Pro Series 

Series Model DC(V) Max.W/m Typ.W/m LM/m(4000K) CRI CCT/Color ErP* LEDs/m LEDs/cut FPC Width
(mm) Length(m) Diagram IP process Warranty

(years)

High efficiency

D890-24V-10mm 24 4.8 4.3 925 ＞80 √ 90 9/100mm 10 5 5

D8144-24V-10mm 24 7.7 7 1505 ＞80 √ 144 9/62.5mm 10 5 5

D8180-24V-10mm 24 9.6 8.7 1870 ＞80 √ 180 9/50mm 10 5 5

D864-12V-8mm 12 4.8 4.3 680 ＞80,＞90,＞95 √ 64 4/62.5mm 8 3 5

D864-24V-8mm 24 4.8 4.3 680 ＞80,＞90,＞95 √ 64 8/125mm 8 5 5

D880-12V-8mm 12 7.2 6.6 1050 ＞80,＞90,＞95 √ 80 4/50mm 8 3 5

D880-24V-8mm 24 7.2 6.6 1050 ＞80,＞90,＞95 √ 80 8/100mm 8 5 5

D8128-12V-8mm 12 9.6 8.7 1390 ＞80,＞90,＞95 √ 128 4/31.25mm 8 3 5

D8128-24V-8mm 24 9.6 8.7 1390 ＞80,＞90,＞95 √ 128 8/62.5mm 8 5 5

D8160-12V-8mm 12 14.4 13 2010 ＞80,＞90,＞95 √ 160 4/25mm 8 3 5

D8160-24V-8mm 24 14.4 13 2010 ＞80,＞90,＞95 √ 160 8/50mm 8 5 5

D8192-24V-10mm 24 17.6 16 2480 ＞80,＞90,＞95 √ 192 8/41.67mm 10 5 5

D8192-24V-15mm 24 20.2 18.9 2920 ＞80,＞90,＞95 √ 192 8/41.67mm 15 4 5

D8240-24V-10mm 24 22 20 3000 ＞80,＞90,＞95 √ 240 8/33.3mm 10 5 5

DS8128-24V-10mm 24 14 12.7 1970 ＞80,＞90 √ 128 8/62.5mm 10 5 5

DS8160-24V-10mm 24 18 16.4 2500 ＞80,＞90 √ 160 8/50mm 10 5 5

DS8192-24V-12mm 24 29 25 3700 ＞80,＞90 √ 192 8/41.67mm 12 5 / 5

DS8256-24V-12mm 24 39 34 4800 ＞80,＞90 √ 256 8/31.25mm 12 2.5 / 5

DS8150-48V-10mm 48 22 20 2600 ＞80,＞90 √ 150 15/100mm 10 10 5

DS8240-48V-12mm 48 33 30 3900 ＞80,＞90 √ 240 15/62.5mm 12 10 5

DS980-24V-10mm 24 5 4.8 745 ＞80 √ 80 8/100mm 10 5 5

Ultra-long

DS860-24V-10mm 24 4.6 4.3 370 ＞90,＞95,＞80 √ 60 10/166.67mm 10 30 5

DS8120-24V-12mm 24 9.6 8.7 890 ＞90,＞95,＞80 √ 120 6/50mm 12 20 5

3500

3500

3500

3500

3500

3500

3500

3500

3500

3500

3500

Product List

6500

6500

6500

6500

6500

3500

3500

3500

3500

24V +

24V-

24V+

24V-

Tc

24V+

24V-

24V+

24V-

Tc

24V+

24V-

24V+

24V-

Tc

* All ErP information are with reference to commission regulation(EU) 2019/2020
* ErP level may be different according to the CCT and CRI, the specific ErP level shall be subject to the specifications

① ②

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG

EGREG
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Series Model DC(V) Max.W/m Typ.W/m LM/m(4000K) CRI CCT/Color ErP* LEDs/m LEDs/cut FPC Width
(mm) Length(m) Diagram IP process Warranty

(years)

D880-48V-10mm 48 6.4 5.8 570 ＞80,＞90 √ 80 4/50mm 10 40 5

D8120-48V-10mm 48 9.6 8.8 860 ＞80,＞90 √ 120 4/33.3mm 10 30 5

DS8144-48V-12mm 48 5.8 5.4 580 ＞90,＞95,＞80 √ 144 24/166.67mm 12 50 5

DS872-48V-10mm 48 3.8 3.3 380 ＞90,＞95,＞80 √ 72 12/166.66mm 10 60 5

 Subsize Strip

D8120-12V-5mm 12 9.6 8.4 800　 ＞90 √ 120 3/25mm 5 5 5

D8120-24V-5mm 24 9.6 8.4 800　 ＞90 √ 120 6/50mm 5 5 5

D6140-24V-4mm 24 7.2 6.6 710 ＞90 √ 140 7/50mm 4 5 5

D6140-24V-8mm 24 7.2 6.6 710 ＞90 √ 140 7/50mm 8 5 5

D6210-24V-8mm 24 12 10.9 1175 ＞90 √ 210 7/33.3mm 8 5 5

D6280-24V-8mm 24 16.5 15 1650 ＞90 √ 280 7/25mm 8 5 5

D6280-24V-10mm 24 16.5 15 1508 ＞90 √ 280 14/50mm 10 5 5

D8120M-24V-8mm 24 14.4 13.5 1300 ＞80,＞90 √ 120 2/16.66mm 8 5 5

D8168M-24V-10mm 24 17.3 16.2 1590 ＞80,＞90 √ 168 2/11.9mm 10 5 5

High Voltage  

H852-230V-12mm 230 6 5.3 550 ＞80 / 52 26/500mm 12 50 3

H8104-230V-12mm 230 12 10.6 1100 ＞80 / 104 26/250mm 12 50 3

linear light source（Chip Strip）  

DF6-24V-8mm 24 9 8 660 ＞90 √ / 25mm 8 5 3

DF7-24V-4mm 24 10 9 760 ＞90 √ / 16.67mm 4 2.5 3

DF8-12V-8mm 12 9 8 800 ＞90 √ / 10mm 8 2.5 3

DF8-24V-8mm 24 11.2 10 800 ＞90 / / 55.5mm 8 5 3

DF8-48V-10mm 48 11.2 10 860 ＞90 √ / 33.3mm 10 15 3

DF10-24V-8mm 24 11.2 10 1000 ＞90 √ / 29.4mm 8 5 3

DF15-24V-8mm 24 16.8 15 1500 ＞90 √ / 29.4mm 8 5 3

DF14SWW-24V-10mm 24 16.5 15 1400 ＞90 √ / 27.78mm 10 5 3

DF4RGB-24V-10mm 24 16.8 15 720 0 √ / 50mm 10 5 3

Product List
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24V+

24V-
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24V-
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24V+

24V-

24V +

24V-
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* All ErP information are with reference to commission regulation(EU) 2019/2020
* ErP level may be different according to the CCT and CRI, the specific ErP level shall be subject to the specifications

① ②
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Std Series 

Series Model DC(V) Max.W/m Typ.W/m LM/m(4000K) CRI CCT/Color ErP* LEDs/m LEDs/cut FPC Width
(mm) Length(m) Diagram IP process Warranty

(years)

DJ60-12V-8mm 12 4.8 4.4 520 ＞80 √ 60 3/50mm 8 5 3

DJ60-24V-8mm 24 4.8 4.4 520 ＞80 √ 60 6/100mm 8 5 3

DJ120-12V-8mm 12 9.6 8.8 1040 ＞80 √ 120 3/25mm 8 5 3

DJ120-24V-8mm 24 9.6 8.8 1040 ＞80 √ 120 6/50mm 8 5 3

FD64-24V-8mm 24 4.8 4.4 540 ＞80 √ 64 8/125mm 8 5 3

FD128-24V-8mm 24 9.6 8.8 1080 ＞80 √ 128 8/62.5mm 8 5 3

FD192-24V-10mm 24 14.4 13 1520 ＞80 √ 192 8/41.67mm 10 5 3

DR880-24V-8mm 24 7.2 6.6 1055 ＞80 √ 80 8/100mm 8 5 5

DR8160-24-10mm 24 14.4 13 2040 ＞80 √ 160 8/50mm 10 5 5

Toning Series

Series Model DC(V) Max.W/m Typ.W/m LM/m(4000K) CRI CCT/Color ErP* LEDs/m LEDs/cut FPC Width
(mm) Length(m) Drawing IP process Warranty

(years)

RGB 

DA120RGB-24V-5mm 24 9 7.5 / / / 120 6/50mm 5 5 3

DA120RGB-24V-8mm 24 11 10 / / / 120 6/50mm 8 5 3

DA168RGB-24V-10mm 24 17.3 15.7 / / / 168 6/35.7mm 10 5 3

DA240RGB-24V-12mm 24 18 16.4 / / / 240 6/25mm 12 5 3

DS554RGB-48V-12mm 48 11.2 10 / / / 54 9/166mm 12 40 5

RGB+W 

DA696RGBSWW-24V-12mm 24 19.2 17.5 / / √ 288 18/62.5mm 12 5 3

D560RGBW-24V-12mm 24 19.2 16.8 / / √ 60 6/100mm 12 5 3

DS554RGBW-48V-12mm 48 15 13.5 / / √ 108 18/166mm 12 40 5

D560RGBLWW-24V-12mm 24 20 18 / / √ 60 6/100mm 12 5 3

CCT

D8140SWW-24V-10mm 24 19.2 17.1 1710 ＞90,＞80 √ 140 14/100mm 10 5 5

D6280SWW-24V-8mm 24 16.5 15 1575 ＞90 √ 280 14/50mm 8 5 5

DT8168SWW-24V-10mm 24 21.3 19 1900 ＞90,＞80 √ 168 14/83.3mm 10 5 5

DS6224LWWW-24V-10mm 24 9.8 8.6 620 ＞90 √ 224 14/62.5mm 10 5 5

DS8168GWWW-24V-10mm 24 14.4 13.5 1150 ＞90,＞80 √ 168 14/83.3mm 10 5 5

+ +

+ +

+

+

Dim to
W

No 
controller

Product List

24V+ 24V+

24V- 24V-

TC

24V+ 24V+

24V- 24V-

TC TC

12V+ 12V+

12V- 12V-

TC

12V+ 12V+

12V-

TC

1900Dim to
W

6500 G- G-

WW WW

24V+ 24V+

R- R-

B- B-

W- W-

24V+

TcC-

W-

24V+

C-

W-

* All ErP information are with reference to commission regulation(EU) 2019/2020
* ErP level may be different according to the CCT and CRI, the specific ErP level shall be subject to the specifications

6500

6500

6500

24V+

24V-

24V+

24V-

24V+

24V-

24V+

24V-

24V+

24V-

24V+

24V-

①

②

②

③

③

③

③

③

③

③

③

③

③

③

③

③

③

③

③

③①

24V+

24V-

24V +

24V -

EG

EG

EG

EG

EG

EG

+

ETS

ETS

ETS

ETS

ETS

ETS

ETS
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Vario Series 

Series Model DC(V) Max.W/m Typ.W/m LM/m(4000K) CRI CCT/Color ErP* LEDs/m LEDs/cut FPC Width
(mm) Length(m) Diagram IP process Warranty

(years)

DS560-12V-10mm 12 9.3 8.4 530 ＞80 / 60  16.66mm 10 5 2

DS560RGB-12V-10mm 12 9.3 8.4 / / / 60 16.66mm 10 5 2

DS560RGB-24V-10mm 24 15 13 / / / 60 6/100mm 10 5 3

DM560RGB-24V-10mm 24 15 13 / / / 60 6/100mm 10 5 3

DM560RGBW-24V-10mm 24 18 16 / / / 60 6/100mm 10 5 3+ 6500

Product List

* All ErP information are with reference to commission regulation(EU) 2019/2020
* ErP level may be different according to the CCT and CRI, the specific ErP level shall be subject to the specifications

① The maximum using length recommended for one end power supply.
② NA/ST-IP65, ET-IP67, EF-IP67,EG/EGR-IP65
③ The remarkable ET means sealed end cap with glue,the other ET are sealed with extrusion end cap.

① ②

③

③

③
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Available to customize entry cable 
method

Available to customize label

Available to customize the color

Available to customize the CRI range

Available to customize the IP process

Available to customize the special 
packaging

Available to customize one 
specific BIN or various BIN

Available to customize the 
length within the maximun 
supporting range

Available to customize content and 
print on the FPC

Customization

 CRI Code

RGB or colorful, no CRI 0

CRI<80 7

CRI>80 8

CRI>90 9

CRI>95 H

Silk Printing Code

COLORS C

Neutral N

Customized S

Wire Length Code

12cm 012

15cm 015

50cm 050

100cm 100

No wire 000

Tape Type Code

White 3m W

Yellow 3m Y

Red R

No X

Strip Length Code

20m/reel 2000

5m/reel 0500

1.5m/reel 0150

Label Type Code

COLORS C

Customized Y

Entry cable Code

One end S

Dual ends D

No X

Wire Type Code

Parallel wires A

Crystal cable B

SM-male wire C

SM-female wire D

DC-male cable E

DC-female cable F

Crystal male 
cable

G

Crystal female 
cable

H

SM-male/
female cable

I

DC-male/female 
cable

J

Crystal-male/
female cable

K

2pin WAGO 
connectors

L

1pin WAGO 
connectors

M

No wire X

PVC wire N

EU plug wire EU

Silicone waterproof 
male/female plug 

P

Silicone Cable W

CCT/color Code

1800-2000K GW

2200-2400K LW

2600-2800K SW

2800-3200K WW

3200-3800K PW

3800-4200K NW

4800-5200K DW

5800-6500K W

7000-10000K CW

Adjustable CCT
2700~6500K

SWW

blue+6000K B&W

Red R

Green G

Blue B

Yellow Y

Amber A

Purple P

Three-in-one LED RGB

Four-in-one LED RGBW

Five-in-one LED RGBLWW

1 3 6

7

8

9

4

5

2

D81202408NO-8 SW C D A 012 W C 0500
1 2 3 4 5 6 7 8 9

Ordering Code

Simple steps, comprehensively open for personal product customization.

Flexible 
strip

Number of 
LEDs

Voltage Width IP process

Product  Customization



LE
D

 S
tr

ip

44 45

LED Strip LED IP process Installation Package

D8160-24V-8mm

D8160-12V-8mm

Multiple optional series and models，
 customize LED strip as you need

Various options, optional ordering, 
Customizable CCT & BIN

ONE BIN
SDCM<2

Stick-on

Heat Sink

Profile

Clip

PC carrier

5m/reel 50m/reel(NO/NA ) 50m/reel(ET/EF)

24V+24V+ 24V+ 24V+

3M 3M 3M 3M

Solder free terminal Solder free terminal

Red and black cable

SM-male/SM-female cable

PVC-male/PVC-female cable

 Crystal-male/Crystal-female cable

DC-male/DC-female cable

Cables

Connector

Power supply

Controller

NANO/IP65

ET/IP67

EF/IP67 EGR/IP65

EG/IP65

LED Strip Solution



LE
D

 S
tr

ip

46 47

Adopt various IP processes such as gel coating, silicone tube, NANO and silicone extrusion integrated , 
reach IP20、IP55、IP65、IP67、IP68 protection grades  and so on.

IP Process Technology Contrast of IP Process

Application Guidance

IP Process FPC width IP Rating End Cap 
Type Dimension

 

8mm
10mm
12mm
15mm

IP65 / Same As FPC

8mm

IP65 Gluing End 
Cap

10mm

8mm

IP65 Gluing End 
Cap

10mm

8mm
10mm
12mm

IP65 Gluing End 
Cap

8mm
10mm
12mm

IP67 Molded 
End Cap

8mm
10mm
12mm

IP65 Gluing End 
Cap

8mm
10mm
12mm

IP67 Molded 
End Cap

NA

EF

Extrusion curved tube

FPC

Silicone 

LED

Nano-proof

FPC

Nano 

LED

ET
Extrusion tube

Extrusion tube

FPC

Silicone 

LED

FPC

Silicone 

Extrusion filling

LED

EG/EGR

IP67
Suitable for short-term 
soaking environment

IP68
Outdoors, longterm 
soaking environment

IP65 
Indoors, intermittent 
water shower 
environment

32mm

L+
2m

m
L+

4m
m

L=FPC width

L+
4m

m
L+

3.
5m

m
L+

3.
5m

m

16mm

14mm

10mm

11mm

L+1.3mm

L+2mm

L+2mm

L+2mm

L+2mm

L+2mm

5m
m

5m
m

5m
m

5m
m

5m
m

32mm
20mm9.5mm

33mm
18mm9.5mm

32mm
20mm9.5mm

33mm
18mm9.5mm

FPC

Silicone 

LED

ETS

L+
1.

3m
m
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48V Better performance

. Longer strip, save time and effort

. Longer wiring, convenient installation
· Higher efficiency with 48V power system
· IP20/65/67 optional

COF Strip

Light line and dot-free with big emitting angle · 
Anti-sulfuration, ESD ≥ 19KV · 

CRI>90,100LM/W · 
170°, 90°and 60°optional · 

IP20/IP65/IP67 · 
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Pro Series

Pro series, referred to white light strips characterizing special functions 
or excellent performance, are tailored for specific applications. It contains 
ultra-long LED strips for spacious scenes, high-end LED strips for large-scale 
projects, high-density LED strips for ultra-thin spot-free application, LED strips 
of small cutting unit for splicing in arbitrary length without dark area, and 
high luminous efficiency LED strips for energy-saving demands. This series 
can be utilized independently or in conjunction with profiles or luminaires to 
satisfy application expectation of high-end places such as offices, museum, 
galleries and theaters, as well as that of public spacious constructions such as 
schools, hospitals and government agencies, etc.
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D890-24V-10mm

10mm

1.6mm

11.11mm

Cutting Unit：100mm

24V +

24V-

24V+

24V-

Tc

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 845 197 C

890 207 B

925 215 B

890 207 B

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 9LEDs/100mm

Input Voltage 24VDC

Input Current 0.18A/1m & 0.72A/5m

Typ.power 4.3W/1m  &  17.3W/5m

Max.Power 4.8W

    Bending Diameter ＞60mm

Copper foil 3oz

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835   8 90LEDs/m 90 24V 24 10mm 10 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3M W Customized S 0500 5m

Nano NA 3000K WW Customized S Dual ends D Silicone cable W 20cm 020 Yellow 3M Y COLORS C 5000 50m

Extrusion
Tube ET 4000K NW Neutral N No X No wire X 50cm 050 Red X

Extruion 
filling EF 6500K W 100cm 100 No X

Extrusion 
curved 

tube 
EG No wire 0

Milky 
white 

silicone 
extrusion 

curved 
tube

EGR

D 8 90 24 10 NO 8 NW N S A 012 W C 0500

D8902410NO-8SWNSA012WC0500

6500

· Luminous efficiency reaches up to 220LM/W
· Self-encapsulated design offers 4 kinds of optional 2700-6500K white light
· Life span exceeds 60000H

Application

90°
60

180

300 30°

60°

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V24-XXXP
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

10.7mm 5m
m

7m
m
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D8144-24V-10mm D8180-24V-10mm

24V+

24V-

24V+

24V-

Tc

5.56mm6.94mm

Cutting Unit：50mmCutting Unit：62.5mm

10mm10mm

1.6mm1.6mm

24V+

24V-

24V+

24V-

Tc

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 1705 196 C

1795 206 B

1870 215 B

1795 206 B

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 1370 196 C

1445 206 B

1505 215 B

1445 206 B

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 9LEDs/50mm

Input Voltage 24VDC

Input Current 0.36A/1m & 1.5A/5m

Typ.power 8.7W/1m  &  36W/5m

Max.Power 9.6W

   Bending Diameter ＞60mm

Copper foil 3oz

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 9LEDs/62.5mm

Input Voltage 24VDC

Input Current 0.29A/1m & 1.2A/5m

Typ.power 7W/1m  &  28.8W/5m

Max.Power 7.7W

   Bending Diameter ＞60mm

Copper foil 3oz

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835   8 180LEDs/m 180 24V 24 10mm 10 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3M W Customized S 5m 0500

Nano NA 3000K WW Customized S Dual ends D Silicone cable W 20cm 020 Yellow 3M Y COLORS C 50m 5000

Extrusion
Tube ET 4000K NW Neutral N No X No wire X 50cm 050 Red R

Extruion 
filling EF 6500K W 100cm 100 No X

Extrusion 
curved 

tube 
    EG No wire 0

Milky 
white 

silicone 
extrusion 

curved 
tube

EGR

D 8 180 24 10 NO 8 NW N S A 012 W C 0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835   8 144LEDs/m 144 24V 24 10mm 10 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3M W Customized S 5m 0500

Nano NA 3000K WW Customized S Dual ends D Silicone cable W 20cm 020 Yellow 3M Y COLORS C 50m 5000

Extruion 
filling EF 4000K NW Neutral N No X No wire X 50cm 050 Red R

Extrusion 
curved 

tube 
     EG 6500K W 100 100cm No X

Milky white 
silicone 

extrusion 
curved 
tube

EGR No wire 0

D 8 144 24 10 NO 8 NW N S A 012 W C 0500

D81802410NO-8SWNSA012WC0500D81442410NO-8SWNSA012WC0500

65006500

· Luminous efficiency reaches up to 220LM/W
· Self-encapsulated design offers 4 kinds of optional 2700-6500K white light
· Life span exceeds 60000H

· Luminous efficiency reaches up to 220LM/W
· Self-encapsulated design offers 4 kinds of optional 2700-6500K white light
· Life span exceeds 60000H

90°

30°

60°

110

330

550

90°

30°

60°

130

390

650

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm

16mm

13
m

m

10
m

m

12.4mm
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Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 510 119 F

570 133 E

620 144 D

650 151 D

660 153 D

680 160 D

680 160 D

650 151 D

＞90 420 98 F

470 109 F

510 119 F

540 126 E

545 127 E

560 130 E

560 130 E

540 126 E

1900

3500

1900

3500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 495 115 F

520 121 F

530 123 E

545 127 E

3500

D864-24V-8mm

· Luminous efficiency reaches up to 160LM/W
· Self-encapsulated design offers 8 kinds of optional 1900-6000K white light
· CRI80+, 90+, 95+optional
· Life span exceeds 60000H

D8642408NO-8NWNDA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 64LEDs/m 64 24V 24 8mm 08 NO NO - Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel wires A 12cm 012 Yellow 
3M Y Customized S 5m 0500

NANO NA Ra＞ 90 9 2300K LW COLORS C One end S Silicone cable W 20cm 020 Red R COLORS C 50m 5000

Extrusion
Tube ET Ra＞ 95 H 2700K SW Neutral N No X No wire X 50cm 050 White 3M W

Extruion filling EF 0 0 3000K WW 100cm 100 No X

Extrusion 
curved tube EG 3500K PW No wire 0

 Milky white 
all- inclusive 
hollow arc 
extrusion

EGR 4000K NW

5000K DW

6000K W

Green G

Blue B

D 8 64 24 08 NO - 8 GW N S A 012 W C 0500

Basic Parameters

Size 5000×8×1.5mm

Cutting Unit 8LEDs/125mm

Input Voltage 24VDC

Input Current 0.18A/1m & 0.75A/5m

Typ.power 4.3W/1m & 18W/5m

Max.Power 4.8W/m

    Bending Diameter ＞60mm

Copper foil 2oz

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 510 119 F

570 133 E

620 144 D

650 151 D

660 153 D

680 160 D

680 160 D

650 151 D

＞90 420 98 F

470 109 F

510 119 F

540 126 E

545 127 E

560 130 E

560 130 E

540 126 E

1900

3500

1900

3500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 495 115 F

520 121 F

530 123 E

545 127 E

3500

D864-12V-8mm

· Luminous efficiency reaches up to 160LM/W
· Self-encapsulated design offers 8 kinds of optional 1900-6000K white light
· CRI80+, 90+, 95+optional
· Life span exceeds 60000H

8mm

1.5mm

15.6mm

Cutting Unit：62.5mm

D8641208NO-8NWNDA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 64LEDs/m 64 12V 12 8mm 08 NO NO - Ra＞ 80 8 1900K GW Customized S One end S Parallel wires A 12cm 012 White 3M W Customized S 5m 0500

NANO NA Ra＞ 90 9 2300K LW COLORS C Dual ends D Silicone cable W 20cm 020 Yellow 
3M Y COLORS C 50m 5000

Extrusion
Tube ET Ra＞ 95 H 2700K SW Neutral N No X No wire X 50cm 050 Red R

Extruion filling EF 0 0 3000K WW 100cm 100 No X

Extrusion 
curved tube EG 3500K PW No wire 0

Milky white 
silicone 

extrusion 
curved tube

EGR

4000K NW

5000K DW

6000K W

Green G

Blue B

D 8 64 12 08 NO - 8 GW N S A 012 W C 0500

Basic Parameters

Size 3000×8×1.5mm

Cutting Unit 4LEDs/62.5mm

Input Voltage 12VDC

Input Current 0.36A/1m & 0.78A/3m

Typ.power 4.3W/1m & 12W/3m

Max.Power 4.8W/m

    Bending Diameter ＞60mm

Copper foil 2oz

40

150

250 30°

60°

90°

°

90°

30°

60

50

150

250

0

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector CBB208-NOTA
8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB208-NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V12-XXX
Constant voltage 12V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

10.7mm 5m
m

7m
m

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V24-XXXP
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

10.7mm 5m
m

7m
m

8mm

1.5mm

15.6mm

Cutting Unit：125mm
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D880-24V-8mm

12.5mm

Cutting Unit：100mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 800 121 E

890 135 E 

960 145 E 

1010 153 D

1025 155 D

1050 160 D

1050 159 D

1010 153 D

＞90 640 97 F

715 108 F

775 117 F 

815 123 E 

830 126 E 

850 129 E 

850 129 E 

815 123 E 

8mm

1.5mm

1900

3500

1900

3500

Basic Parameters

Size 5000×8×1.5mm

Cutting Unit 8LEDs/100mm

Input Voltage 24VDC

Input Current 0.275A/1m & 1.2A/5m

Typ.power 6.6W/1m & 28.8W/5m

Max.Power 7.2W/m

   Bending Diameter ＞60mm

Copper foil 2oz

D8802408NO-8GWNSA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 80LEDs/m 80 24V 24 8mm 08 NO NO Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 5m 0500

Nano NA Ra＞ 90 9 2300K LW COLORS C One end S Silicone cable W 20cm 020 White 
3m W COLORS C 50m 5000

Extruion 
tube ET Ra＞ 95 H 2700K SW Neutral N No X No wire X 50cm 050 Red R

Extruion filling EF 3000K WW 100cm 100 No X

Extrusion 
curved tube EG 3500K PW No wire 000

Milky white 
silicone 

extrusion 
curved tube

EGR

4000K NW

5000K DW

6000K W

Green G

Blue B

D 8 80 24 08 NO - 8 GW N S A 012 W C 0500

D880-12V-8mm

Basic Parameters

Size 3000×8×1.5mm

Cutting Unit 4LEDs/50mm

Input Voltage 12VDC

Input Current 0.55A/1m & 1.55A/3m

Typ.power 6.6W/1m & 18.6W/3m

Max.Power 7.2W/m

    Bending Diameter ＞60mm

Copper foil 2oz

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 800 121 E

890 135 E 

960 145 E 

1010 153 D

1025 155 D

1050 160 D

1050 159 D

1010 153 D

＞90 640 97 F

715 108 F

775 117 F 

815 123 E 

830 126 E 

850 129 E 

850 129 E 

815 123 E 

1900

3500

1900

3500

D8801208NO-8GWNSA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 80LEDs/m 80 12V 12 8mm 08 NO NO Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 5m 0500

Nano NA Ra＞ 90 9 2300K LW COLORS C One end S Silicone cable W 20cm 020 White 
3m W COLORS C 50m 5000

Ra＞ 95 H 2700K SW Neutral N No X No wire X 50cm 050 Red R

3000K WW 100cm 100 No X

3500K PW No wire 000

4000K NW

5000K DW

6000K W

Green G

Blue B

D 8 80 12 08 NO - 8 GW N S A 012 W C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 765 116 F

805 122 E 

820 124 E 

840 127 E 

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 765 116 F

805 122 E 

820 124 E 

840 127 E 

3500 3500

12.5mm

Cutting Unit：50mm

8mm

1.5mm

· Luminous efficiency reaches up to 160LM/W
· Self-encapsulated design offers 8 kinds of optional 1900-6000K white light
· CRI80+, 90+, 95+optional
· Life span exceeds 60000H

· Luminous efficiency reaches up to 160LM/W
· Self-encapsulated design offers 8 kinds of optional 1900-6000K white light
· CRI80+, 90+, 95+optional
· Life span exceeds 60000H

70

210

350
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector CBB208-NOTA
8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB208-NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V12-XXX
Constant voltage 12V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

10.7mm 5m
m

7m
m

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V24-XXXP
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

10.7mm 5m
m

7m
m

80

240

400
0°

30°

60°

90°
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D8128-24V-8mm

Cutting Unit：62.5mm

7.81mm

D81282408NO-8GWNSA012WC0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 1055 121 E

1175 135 E

1270 146 D 

1335 153 D 

1355 156 D 

1390 160 D 

1390 160 D 

1335 153 D 

＞90 865 99 F 

960 110 F

1035 119 E

1090 125 E

1105 127 E

1135 130 E

1135 130 E

1090 125 E

8mm

1.6mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 128LEDs/m 128 24V 24 8mm 08 NO NO - Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 0.5m 0050

Nano NA - Ra＞ 90 9 2300K LW COLORS C One end S No wire X 15cm 015 White 
3m W COLORS C 1.5m 0150

Extruion 
tube ET - Ra＞ 95 H 2700K SW Neutral N No X Silicone cable W 20cm 020 Red R 2m 0200

Extruion filling EF - 3000K WW 50cm 050 No X 5m 0500

3500K PW No wire 000 50m 5000

4000K NW

5000K DW

6000K W

G G

B B

D 8 128 24 08 NO - 8 GW N S A 012 W C 0500

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 8LEDs/62.5mm

Input Voltage 24VDC

Input Current 0.36A/1m & 1.5A/5m

Typ.power 8.7W/1m & 36W/5m

Max.Power 9.6W/m

    Bending Diameter ＞60mm

Copper foil 3oz

1900

3500

1900

3500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

＞95 1005 116 F

1060 122 E

1075 124 E

1105 127 E

3500

D8128-12V-8mm

Basic Parameters

Size 3000×8×1.6mm

Cutting Unit 4LEDs/31.25mm

Input Voltage 12VDC

Input Current 0.725A/1m & 1.8A/3m

Typ.power 8.7W/1m & 21.6W/3m

Max.Power 9.6W/m

    Bending Diameter ＞60mm

Copper foil 3oz

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 1055 121 E

1175 135 E

1270 146 D 

1335 153 D 

1355 156 D 

1390 160 D 

1390 160 D 

1335 153 D 

＞90 865 99 F 

960 110 F

1035 119 E

1090 125 E

1105 127 E

1135 130 E

1135 130 E

1090 125 E

1900

3500

1900

3500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

＞95 1005 116 F

1060 122 E

1075 124 E

1105 127 E

3500

Cutting Unit：31.25mm

7.81mm

8mm

1.6mm

D81281208NO-8GWNSA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 128LEDs/m 128 12V 12 8mm 08 NO NO - Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 0.5m 0050

Nano NA - Ra＞ 90 9 2300K LW COLORS C One end S Silicone cable W 15cm 015 White 
3m W COLORS C 1.5m 0150

Extruion 
tube ET - Ra＞ 95 H 2700K SW Neutral N No X No wire X 20cm 020 Red R 2m 0200

Extruion filling EF - 3000K WW 50cm 050 No X 3m 0300

Extrusion 
curved tube

EG 3500K PW No wire 000 50m 5000

Milky white 
all inclusive 
hollow arc 
extrusion

EGR

4000K NW

5000K DW

6000K W

G G

B B

D 8 128 12 08 NO - 8 GW N S A 012 W C 0500

· Luminous efficiency reaches up to 160LM/W
· Self-encapsulated design offers 8 kinds of optional 1900-6000K white light
· CRI80+, 90+, 95+optional
· Life span exceeds 60000H

· Luminous efficiency reaches up to 160LM/W
· Self-encapsulated design offers 8 kinds of optional 1900-6000K white light
· CRI80+, 90+, 95+optional
· Life span exceeds 60000H

0°

30°

60°

90°
80

240

400

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-
XXX-12

 Constant voltage 12V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm

0°

30°

60°

90°
70

210

350
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D8192-24V-10mm

Cutting Unit：41.67mm

5.2mm

10mm

1.6mm

D8192-24V-15mm

10.42mm

15mm

1.6mmCutting Unit：41.67mm

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 8LEDs/41.67mm

Input Voltage 24VDC

Input Current 0.67A/1m & 2.7A/5m

Typ.power 16W/m & 64.8W/5m

Max.Power 17.6W/m

Bending Diameter ＞60mm

Copper foil 3oz

Basic Parameters

Size 4000×15×1.6mm

Cutting Unit 8LEDs/41.67mm

Input Voltage 24VDC

Input Current 0.79A/1m & 2.7A/4m

Typ.power 18.9W/m & 64.8W/4m

Max.Power 20.8W/m

Bending Diameter ＞60mm

Copper foil 2oz

· Luminous efficiency reaches up to 155LM/W
· Self-encapsulated design offers eight kinds of optional    
  1900-6000K white light
· Life span exceeds 60000H

· Luminous efficiency reaches up to 155LM/W
· Self-encapsulated design offers eight kinds of optional 
  1900-6000K white light
· Life span exceeds 60000H

D81922410NO-8GWNSA012WC0500 D81922415NO-8GWNSA012WC0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 1880 118 F

2090 131 E

2260 141 E

2380 149 D

2420 151 D

2480 155 D

2480 155 D

2380 149 D

＞90 1505 94 G

1675 105 F

1810 113 F

1905 119 E

1935 121 E

1985 124 E

1985 124 E

1905 119 E

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 2220 117 F

2470 131 E

2670 141 E

2810 149 D

2855 151 D

2930 155 D

2930 155 D

2810 149 D

＞90 1780 94 /

1980 105 F

2140 113 F

2250 119 E

2285 121 E

2345 124 E

2345 124 E

2250 119 E

1900

3500

1900

3500

1900

3500

1900

3500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 192LEDs/m 192 24V 24 10mm 10 NO NO - Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel wires A 12cm 012 Yellow 
3m Y Customized S 0.5m 0050

NANO NA - Ra＞ 90 9 2300K LW COLORS C One end S Silicone cable W 15cm 015 White 
3m W COLORS C 1.5m 0150

- Ra＞ 95 H 2700K SW Neutral N No X No wire X 20cm 020 Red R 2m 0200

- 0 0 3000K WW 50cm 050 No X 5m 0500

3500K PW No wire 000 50m 5000

4000K NW

5000K DW

6000K W

G G

B B

D 8 192 24 10 NO - 8 GW N S A 012 W C 0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 192LEDs/m 192 24V 24 15mm 15 NO NO - Ra＞ 80 8 1900K GW Customized S Dual ends D Parallel wires A 12cm 012 Yellow 
3m Y Customized S 0.5m 0050

NANO NA - Ra＞ 90 9 2300K LW COLORS C One end S Silicone cable W 15cm 015 White 
3m W COLORS C 1.5m 0150

- Ra＞ 95 H 2700K SW Neutral N No X No wire X 20cm 020 Red R 2m 0200

- 0 0 3000K WW 50cm 050 No X 4m 0400

3500K PW No wire 000 50m 5000

4000K NW

5000K DW

6000K W

G G

B B

D 8 192 24 15 NO - 8 GW N S A 012 W C 0500

0°

30°

60°

90°
160

480

800

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 1759 112 F

1890 118 F

1920 120 E

1970 123 E

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 2120 112 F

2230 118 F

2290 121 E

2325 123 E

3500 3500

0°

30°

60°

90°
190

570

950

Recommended Solution

Name Picture Model Remark Page

Profile LS1911K 302

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

19.7mm

16.1mm

19
.7

m
m

13
.1m

m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm
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D8240-24V-10mm

Cutting Unit：33.33mm

4.17mm

10mm

1.6mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 1790 141 E

1890 149 D

1970 155 D

1970 155 D

1890 149 D

>90 1390 109 F

1460 115 F

1530 120 E

1530 120 E

1460 115 F

DS8128-24V-10mm

· Luminous efficiency reaches up to 150LM/W
· Self-encapsulated design offers eight kinds of optional
  1900-6000K white light
· Life span exceeds 60000H

· Bridgelux LED
· 155lm/W@4000K/CRI80
· SDCM≤3, 1 Bin forever, CRI80/90 optional
· Consistent luminance due to IC integrated

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 8LEDs/62.5mm

Input Voltage 24VDC

Input Current 0.53A/1m & 2.5A/5m

Typ.power 12.7W/1m  &  60W/5m

Max.Power 14W

Bending Diameter ＞60mm

Copper foil 3oz

Cutting Unit：62.5mm

10mm

7.81mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835   8 128LEDs/m 128 24V 24 10mm 10 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 
3mm W Customized S 0.5m 0050

Nano NA Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 
3m Y COLORS C 1m 0100

4000K NW Neutral N No X No wire X 20cm 020 No X 2.5m 0250

5000K DW 50cm 050 5m 0500

6500K W No wire 000

DS 8 128 24 10 NO 8 NW C S A 012 W C 0500

DS81282410NO-8NWSDA012WC0500

1.6mm

6500

6500

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 8LEDs/33.33mm

Input Voltage 24VDC

Input Current 0.83A/1m & 3.5A/5m

Typ.power 20W/m & 84W/5m

Max.Power 22W/m

Bending Diameter ＞60mm

Copper foil 3oz

D82402410NO-8GWNSA012WC0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 2280 114 E

2530 127 E

2735 137 E

2880 144 D

2925 146 D

3000 150 D

3000 150 D

2880 144 D

＞90 1880 94 /

2090 105 F

2260 113 F

2380 119 E

2420 121 E

2480 124 E

2480 124 E

2380 119 E

1900

3500

1900

3500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 240LEDs/m 240 24V 24 10mm 10 NO NO - Ra＞ 80 8 1900K GW Customized S One end S Parallel wires A 12cm 012 Yellow 
3m Y Customized S 0.5m 0050

NANO NA - Ra＞ 90 9 2300K LW COLORS C Dual ends D Silicone cable W 15cm 015 White 
3m W COLORS C 1.5m 0150

- Ra＞ 95 H 2700K SW Neutral N No X No wire X 20cm 020 Red R 2m 0200

- 0 0 3000K WW 50cm 050 No X 5m 0500

3500K PW No wire 000 50m 5000

4000K NW

5000K DW

6000K W

G G

B B

D 8 240 24 10 NO - 8 GW N S A 012 W C 0500

90°
120

360

600 30°

60°

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>95 2240 112 F

2360 118 F

2400 120 E

2460 123 E

3500

300

900

1500
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm
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Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 2280 139 E

2400 146 D

2500 153 D

2500 153 D

2400 146 D

>90 1800 109 F

1890 115 F

1970 120 E

1970 120 E

1890 115 F

DS8160-24V-10mm

· Bridgelux LED
· 153lm/W@4000K/CRI80
· SDCM≤3, 1 Bin forever, CRI80/90 optional
· Consistent luminance due to IC integrated

Cutting Unit：50mm

10mm

6.25mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835   8 160LEDs/m 160 24V 24 10mm 10 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 0.5m 0050

Nano NA Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 3m Y COLORS C 1m 0100

4000K NW Neutral N No X No wire X 20cm 020 No X 2.5m 0250

5000K DW 50cm 050 5m 0500

6500K W No wire 000

DS 8 160 24 10 NO 8 SW C S A 012 W C 0500

DS81602410NO-8SWCSA012WC0500

1.6mm

6500

6500

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 8LEDs/50mm

Input Voltage 24VDC

Input Current 0.683A/1m & 3.3A/5m

Typ.power 16.4W/1m & 79.2W/5m

Max.Power 18W

Bending Diameter ＞60mm

Copper foil 3oz

DS8192-24V-12mm

· Bridgelux LED
· 148lm/W@4000K/CRI80
· SDCM≤3, 1 Bin forever, CRI80/90 optional
· Consistent luminance due to IC integrated

Cutting Unit：41.67mm

12mm

5.2mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835   8 192LEDs/m 192 24V 24 12mm 12 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 0.5m 0050

Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow
3m Y COLORS C 1m 0100

4000K NW Neutral N No X No wire X 20cm 020 No X 2.5m 0250

5000K DW 50cm 050 5m 0500

6500K W No wire 000

DS 8 192 24 12 NO 8 SW C S A 012 W C 0500

DS81922412NO-8SWCSA012WC0500

1.6mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 3374 135 E

3552 142 E

3700 148 D

3700 148 D

3552 142 E

>90 2740 109 F

2880 115 F

3000 120 E

3000 120 E

2880 115 F

6500

6500

Basic Parameters

Size 5000×12×1.6mm

Cutting Unit 8LEDs/41.67mm

Input Voltage 24VDC

Input Current 1.04A/1m & 4.2A/5m

Typ.power 25W/1m & 100.8W/5m

Max.Power 29W/m

Bending Diameter ＞60mm

Copper foil 3oz

90°
170

510

850 30°

60°

90°
300

900

1500 30°

60°

Recommended Solution

Name Picture Model Remark Page

Profile LS2013 238

Connector
94-03-00-
0038

12mm width, 2PIN connector 
of wire and FPC, suitable for 
white color strip, NO/NA, 2PIN 
wire 18- 22AWG

139

Connector
94-03-00-
0040

12mm width, 2PIN 
connector of FPC and FPC, 
suitable for white color strip, 
NO/NA

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

20mm

13.6mm

13
m

m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm
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DS8256-24V-12mm

· Bridgelux LED
· 140lm/W@4000K/CRI80
· SDCM≤3, 1 Bin forever, CRI80/90 optional
· Consistent luminance due to IC integrated

3.9mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835   8 256LEDs/m 256 24V 24 12mm 12 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 0.5m 0050

Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 
3m Y COLORS C 1m 0100

4000K NW Neutral N No X No wire X 20cm 020 No X 2.5m 0250

5000K DW 50cm 050

6500K W No wire 000

DS 8 256 24 12 NO - 8 NW S S A 012 W C 0250

DS82562412NO-8NWSSA012WC0250 

Cutting Unit：31.25mm

12mm

1.6mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 4380 129 E

4610 136 E

4800 141 E

4800 141 E

4610 136 E

>90 3720 109 F

3920 115 F

4080 120 E

4080 120 E

3920 115 F

6500

6500

Basic Parameters

Size 2500×12×1.6mm

Cutting Unit 8LEDs/31.25mm

Input Voltage 24VDC

Input Current 1.42A/1m & 3.4A/2.5m

Typ.power 34W/1m & 81.6W/2.5m

Max.Power 39W/m

Bending Diameter ＞60mm

Copper foil 3oz

DS8150-48V-10mm

· Luminous efficiency reaches up to 130LM/W
· Constant current design, Consistent luminance
· Single-ended power supply for 30 meters
· Suitable for commercial stylish lighting in conjunction with BSD 48V series power 
supply(under development)

Cutting Unit：100mm

10mm

6.66mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835   8 150LEDs/m 150 48V 48 10mm 10 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 5m 0500

Nano NA Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 
3m Y COLORS C 10m 1000

3500K PW Neutral N No X No wire X 20cm 020 No X

4000K NW 50cm 050

5000K DW No wire 000

6500K W

DS 8 150 48 10 NO 8 W N S A 012 X C 1000

DS81504810NO-8NWNDA012WC1000

1.6mm

Basic Parameters

Size 10000×10×1.6mm

Cutting Unit 15leds/100mm

Input Voltage 48VDC

Input Current 0.416A/1m & 4.16A/10m

Typ.power 20W/1m& 200W/10m

Max.Power 22W

Bending Diameter ＞60mm

Copper foil 3oz

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 2360 118 F

2460 123 E

2460 123 E

2600  130 E

2600  130 E

2460 123 E

>90 2005 100 F

2110 106 F

2150 108 F

2200 110 F

2200 110 F

2110 106 F

3500

5

3500

5

300

900

1500
0°

30°

60°

90° 90°

30°

60°

170

510

850

Recommended Solution

Name Picture Model Remark Page

Profile LS2013 238

Connector
94-03-00-
0038

12mm width, 2PIN connector 
of wire and FPC, suitable for 
white color strip, NO/NA, 2PIN 
wire 18- 22AWG

139

Connector
94-03-00-
0040

12mm width, 2PIN 
connector of FPC and FPC, 
suitable for white color strip, 
NO/NA

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

20mm

13.6mm

13
m

m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-48
Constant voltage 48V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm
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DS8240-48V-12mm

· Luminous efficiency reaches up to 130LM/W
· Constant current design, Consistent luminance
· Single-ended power supply for 30 meters
· Suitable for commercial stylish lighting in conjunction with BSD 48V series power 
supply(under development)

Cutting Unit：62.5mm

12mm

4.16mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835 8 240LEDs/m 240 48V 48 12mm 12 NO NO - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 5m 0500

Nano NA Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 3m Y COLORS C 10m 1000

3500K PW Neutral N No X No wire X 20cm 020 No X

4000K NW 50cm 050

5000K DW No wire 000

6500K W

DS 8 240 48 12 NO 8 W N S A 012 W C 1000

DS82404812NO-8NWNDA012WC1000

1.6mm

Basic Parameters

Size 1 0000×12×1.6mm

Cutting Unit 15LEDs/62.5mm

Input Voltage 48VDC

Input Current 0.625A/1m & 6.25A/10m

Typ.power 30W/1m& 300W/10m

Max.Power 33W

Bending Diameter ＞60mm

Copper foil 3oz

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 3540 118 F

3690 123 E

3790 126 E

3900 130 E

3900 130 E

3690 123 E

>90 2890 96 /

3050 102 /

3125 104 F

3200 107 F

3200 107 F

3050 102 /

3500

5

3500

5

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 690 144 D

720 150 D

745 155 D

705 147 D

DS980-24V-10mm

· OSRAM 3030LED, SCDM≦ 3 
· L80(B10)≥60000H
· 5 years warranty@ta≦ 85° C, 3 years warranty@ta≦ 100° C, Ta:-40~100° C；
  Tc：120° C(max)
· Suitable for bathroom, sauna

Cutting Unit：100mm

12.5mm

12.5mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 3030   9 80LEDs/m 80 24V 24 10mm 10 Nano 
tube

NAST - Ra＞ 80 8 2700K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 0.5m 0050

Ra＞ 90 9 3000K WW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 3m Y COLORS C 1m 0100

4000K NW Neutral N No X No wire X 20cm 020 No X 2.5m 0250

6500K W 50cm 050 5m 0500

No wire 000

DS 9 80 24 10 NAST 8 SW N S A 012 X C 0500

DS9802410NAST-8SWNSA012WC0500

4.2mm

6500

Basic Parameters

Size 5000×12.5×4.2mm

Cutting Unit 8LEDs/100mm

Input Voltage 24VDC

Input Current 0.2A/1m & 1A/5m

Typ.power 4.8W/1m& 24W/5m

Max.Power 5W

Bending Diameter ＞60mm

Copper foil 3oz

90°170

510

850 30°

60°

90°

30°

60°

170

510

850

Recommended Solution

Name Picture Model Remark Page

Profile LS2013 238

Connector
94-03-00-
0038

12mm width, 2PIN connector 
of wire and FPC, suitable for 
white color strip, NO/NA, 2PIN 
wire 18- 22AWG

139

Connector
94-03-00-
0040

12mm width, 2PIN 
connector of FPC and FPC, 
suitable for white color strip, 
NO/NA

139

Power 
Supply

LRS-XXX-48
Constant voltage 48V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

20mm

13.6mm

13
m

m

Recommended Solution

Name Picture Model Remark Page

PVC 
mounting 
groove

94-02-00-
0025

Suitable for 10mm FPC 
width, ET/EF extrusion 
LED strip

140

Silicone 
fixing clip

94-02-00-
0003

Suitable for 10mm FPC 
width, EG/EGR/EF/ET 
extrusion LED strip

140

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144
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Cutting Unit：166.66mm

10mm

1.6mm

16.66mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 290 67 G

320 74 G

340 79 G

360 83 G

365 85 G

370 87 G

370 87 G

360 83 G

>95 271 63 G

296 69 G

325 76 G

325 76 G

DS860-24V-10mm

· Single-ended power supply for 30 meters, Consistent luminance
· 22V-30V, wide input voltage range
· Reverse voltage & overheat protection 
· CRI90+, 95+, optional

DS8602410NO-9GWNSA012WC3000

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835 8 60LEDs/m 60 24V 24 10mm 10 NO NO - Ra＞ 90 9 1900K GW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 30m 3000

Nano NA Ra＞ 95 H 2300K LW Customized S Dual ends D Silicone cable W 20cm 020 Yellow 3m Y COLORS C

Extrusion
filling EF Ra＞ 80 F 2700K SW Neutral N No X No wire X 50cm 050 Red R

Extrusion
Thbe ET 0 0 3000K WW 100cm 100 NO X

Extrusion 
curved tube EG 3500K PW No wire 000

Milky white 
silicone 

extrusion 
curved tube

EGR
4000K NW

5000K DW

6000K W

G G

B B

DS 8 60 24 10 NO - 9 GW N S A 012 W C 3000

1900

3500

3500

Basic Parameters

Size 30000×10×1.6mm

Cutting Unit 10LEDs/166.66mm

Input Voltage 24VDC

Input Current 0.18A/1m & 5.4A/30m

Typ.power 4.3W/1m & 129W/30m

Max.Power 4.6W/m

Bending Diameter ＞60mm

Copper foil 4oz

· Single-ended power supply for 20 meters, Consistent luminance
· 22V-30V, wide input voltage range
· Reverse voltage & overheat protection 
· CRI90+, 95+, optional

DS8120-24V-12mm

Cutting Unit：50mm

12mm

1.6mm

8.33mm

DS81202412NO-9GWNSA012WC2000

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835 8 120LEDs/m 120 24V 24 12mm 12 NO NO - Ra＞ 90 9 1900K GW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 0.5m 0050

Nano NA Ra＞ 95 H 2300K LW Customized S Dual ends D Silicone cable W 15cm 015 Yellow 3m Y COLORS C 1.5m 0150

Extrusion
filling EF Ra＞ 98 F 2700K SW Neutral N No X No wire X 20cm 020 No X 2m 0200

Extrusion
tube ET 0 0 3000K WW 50cm 050 5m 0500

3500K PW No wire 000 20m 2000

4000K NW

5000K DW

6000K W

G G

B B

DS 8 120 24 12 NO - 9 GW N S A 012 W C 2000

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 680 78 G

760 87 G

810 93 F

850 98 F

870 100 F

890 102 F

890 102 F

850 98 F

>95 622 72 /

683 78 /

759 87 /

759 87 /

1900

3500

3500

Basic Parameters

Size 20000×12×1.6mm

Cutting Unit 6LEDs/50mm

Input Voltage 24VDC

Input Current 0.363A/1m & 7.1A/20m

Typ.power 8.7W/1m & 170.4W/20m

Max.Power 9.6W/m

Bending Diameter ＞60mm

Copper foil 3oz

30

90

150
0°

30°

60°

90°
60

180

300
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector CBB210-NOTA
10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V24-XXXP
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

10.7mm 5m
m

7m
m

Recommended Solution

Name Picture Model Remark Page

Profile LS2013 238

Connector
94-03-00-
0038

12mm width, 2PIN connector 
of wire and FPC, suitable for 
white color strip, NO/NA, 2PIN 
wire 18- 22AWG

139

Connector
94-03-00-
0040

12mm width, 2PIN 
connector of FPC and FPC, 
suitable for white color strip, 
NO/NA

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

20mm

13.6mm

13
m

m
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Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>80 650 112 F

670 116 F

655 113 F

655 113 F

650 112 F

>90 510 89 G

550 94 F

570 98 F

570 98 F

550 94 F

D880-48V-10mm

· Single-ended power supply for 40 meters at most
· Lower current with 48V input, Can stretch out longer wires
· Less power feed, Super cost-effective
· Ultra-long splicing, Small cutting unit

Cutting Unit：50mm

10mm

12.5mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835   8 80LEDs/m 80 48V 48 10mm 10 NO NO - Ra＞ 90 9 1900K SW COLORS C One end S Parallel wires A 12cm 012 White 3m W Customized S 40m 4000

Nano NA 2300K WW Customized S Dual ends D Silicone cable W 20cm 020 Yellow 3m Y COLORS C

Extrusion
filling EF 2700K NW Neutral N No X No wire X 50cm 050 Red R

Extrusion
Tube ET 3000K DW 100cm 100 No X

Extrusion 
curved tube ER 3500K W No wire 000

Milky white 
silicone 

extrusion 
curved tube

EGR

D 8 80 48 10 NO 8 NW C S A 012 W C 4000

D8804810NO-8XXNDA012WC4000

1.6mm

Basic Parameters

Size 40000×10×1.6mm

Cutting Unit 4LEDs/50mm

Input Voltage 48VDC

Input Current 0.121A/1m & 3.63A/40m

Typ.power 5.8W/1m  &  174.2W/40m

Max.Power 6.4W

Bending Diameter ＞60mm

Copper foil 3oz

90°
40

120

200 30°

60°

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 780 89 G

830 94 F

860 98 F

860 98 F

830 94 F

D8120-48V-10mm

· Single-ended power supply for 30 meters at most
· Lower current with 48V input, Can stretch out longer wires
· Less power feed, Super cost-effective
· Ultra-long splicing, Small cutting unit

Cutting Unit：33.33mm

10mm

8.33mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835   8 120LEDs/m 120 48V 48 10mm 10 NO NO - Ra＞ 90 9 1900K SW COLORS C One end A Parallel wires A 12cm 012 White 3m W Customized S 30m 3000

Nano NA 2300K WW Customized S Dual ends B Silicone cable W 20cm 020 Yellow 3m Y COLORS C

Extrusion
filling EF 2700K NW Neutral N No X NO C 50cm 050 Red R

Extrusion
tube ET 3000K DW 100cm 100 No X

Extrusion 
curved tube EG 3500K W NO 000

Milky white 
silicone 

extrusion 
curved tube

EGR

D 8 120 48 10 NO 9 SW C S A 012 W C 3000

D81204810NO-9SWCSA012WC3000

1.5mm

Basic Parameters

Size 30000×10×1.5mm

Cutting Unit 4LEDs/33.33mm

Input Voltage 48VDC

Input Current 0.183A/1m & 4.33A/30m

Typ.power 8.8W/1m  &  207.8W/30m

Max.Power 9.6W

Bending Diameter ＞60mm

Copper foil 3oz

90°
60

180

300 30°

60°

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector CBB210-NOTA
10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V48-XXXP
 Constant voltage 48V, Not 
waterproof, Non-dimming

140

Controller CR1-GBA
12-48V monochromatic 
dimming controller

140

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

140

10.7mm 5m
m

7m
m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-48
Constant voltage 48V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

16mm

13
m

m

10
m

m

12.4mm
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DS8144-48V-12mm

· Single-ended power supply for 50 meters, Consistent luminance
· 42V-50V, wide input voltage range
·  Reverse voltage & overheat protection 
· CRI90+, 95+, 80+optional

Cutting Unit：166.66mm

12mm

1.6mm

6.94mm

DS81444812NO-8NWNDA012WC5000

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835 8 144LEDs/m 144 48V 48 12mm 12 NO NO - Ra＞90 9 1900K GW Customized S One end S Parallel wires A 12cm 012 White 3m W Customized S 50m 5000

Nano NA Ra＞95 H 2300K LW COLORS C Dual ends S Silicone cable W 20cm 020 Yellow 
3m Y COLORS C

Extrusion
filling EF Ra＞80 8 2700K SW Neutral N No X No wire X 50cm 050 Red R

Extrusion
tube ET 0 0 3000K WW 100cm 100 No X

3500K PW No wire 0

4000K NW

5000K DW

6000K W

Green G

Blue B

DS 8 144 48 12 NO - 9 NW N D A 012 W C 5000

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 440 82 G

490 91 F

530 98 F

550 103 F

560 104 F

580 107 F

580 107 F

550 103 F

>95 394 73 G

429 79 G

472 87 G

472 87 G

48V+

48V-

48V+

48V-

1900

3500

3500

Basic Parameters

Size 50000×12×1.6mm

Cutting Unit 24LEDs/166.66mm

Input Voltage 48VDC

Input Current 0.112A/1m & 5.7A/50m

Typ.power 5.4W/1m & 274W/50m

Max.Power 5.8W/m

Bending Diameter ＞60mm

Copper foil 3oz

50

150

250
0°

30°

60°

90°

DS872-48V-10mm

· Single-ended power supply for 60 meters, Consistent luminance
· Wide range of input voltage, Reverse voltage & overheat protection 
· MAX 60℃ operating temperature

Cutting Unit：166.66mm

10mm

1.5mm

13.88mm

DS8724810NO-9NWNDA012WC6000

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

DS DS 2835 8 72LEDs/m 72 48V 48 10mm 10 NO NO - Ra＞80 8 1900K GW Customized S Dual ends D Parallel wire A 12cm 012 Yellow 3m Y Customized S 1m 0100

Nano NA Ra＞90 9 2300K LW COLORS C One end S Silicone cable W 20cm 020 White 3m W COLORS C 5m 0500

Extrusion
filling EF Ra＞95 H 2700K SW Neutral N No X No wire X 50cm 050 Red R 60m 6000

Extrusion
tube ET 3000K WW 100cm 100 NO X

Extrusion 
curved 

tube
EG

3500K PW No wire 000

4000K NW

Milky white 
silicone 

extrusion 
curved 

tube

EGR

5000K DW

6000K W

DS 8 72 48 10 NO - 9 NW N D A 012 W C 6000

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 295 76 G

330 88 G

350 94 F

360 98 F

374 100 F

380 103 F

380 103 F

360 98 F

>95 250 76 G

265 80 G

265 80 G

300 91 G

1900

3500

3500

Basic Parameters

Size 60000×10×1.5mm

Cutting Unit 12LEDs/166.66mm

Input Voltage 48VDC

Input Current 0.069A/1m & 4.14A/60m

Typ.power 3.1W/1m & 198W/60m

Max.Power 3.8W

Bending Diameter ＞60mm

Copper foil 3oz

50

150

250
0°

30°

60°

90°Recommended Solution

Name Picture Model Remark Page

Profile LS2013 238

Connector
94-03-00-
0038

12mm width, 2PIN connector 
of wire and FPC, suitable for 
white color strip, NO/NA, 2PIN 
wire 18- 22AWG

139

Connector
94-03-00-
0040

12mm width, 2PIN 
connector of FPC and FPC, 
suitable for white color strip, 
NO/NA

139

Power 
Supply

LRS-XXX-48
Constant voltage 48V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

20mm

13.6mm

13
m

m

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector CBB210-NOTA
10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector
CXB210-NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

LRS-XXX-48
 Constant voltage 48V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

144

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

144

10.7mm 5m
m

7m
m
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Cutting Unit：50mm

4mm

1.2mm

7.14mm

D6140-24V-4mm

· Super slim with only 4mm wide board, 1.2mm thick, better to be in 
conjunction with profiles
· Self-encapsulated design offers 4 kinds of optional 2700-6000K white light
· Life span exceeds 36000H

Basic Parameters

Size 5000×4×1.2mm

Cutting Unit 7LEDs/50mm

Input Voltage 24VDC

Input Current 0.275A/1m &1.1A/5m

Typ.power 6.6W/m &26.4W/5m

Max.Power 7.2W/m

Bending Diameter ＞60mm

Copper foil 2oz

D61402404NO-9SWNSA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D - 2216 6 140LEDs/m 140 24V 24 4mm 04 NO NO - Ra＞90 9 2700K SW Customized S One end S Parallel wires A 12cm 012 Yellow 3m Y Customized S 5m 0500

Nano NA 3000K WW COLORS C Dual ends D         No wire X 15cm 015 White 3m W COLORS C 50m 5000

4000K NW Neutral N No wire X 20cm 020 No X

6000K W 50cm 050

No wire 000

D 6 140 24 04 NO - 9 SW N S A 012 W C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 660 100 F

685 104 F

710 108 F

685 104 F

24V+

24V-

24V+

24V- Tc

50

150

250
0°

30°

60°

90°

D6140-24V-8mm

· 140 LEDs/m with 1.2mm thick, better to be in conjunction with profiles
· Self-encapsulated design offers 4 kinds of optional 2700-6000K white light,
  CRI 90
· Life span exceeds 36000H

Basic Parameters

Size 5000×8×1.2mm

Cutting Unit 7LEDs/50mm

Input Voltage 24VDC

Input Current 0.275A/1m &1.1A/5m

Typ.power 6.6W/m &26.4W/5m

Max.Power 7.2W/m

Bending Diameter ＞60mm

Copper foil 2oz

D61402408NO-9SWNSA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D - 2216 6 140LEDs/m 140 24V 24 8mm 08 NO NO - Ra＞90 9 2700K SW Customized S One end S Parallel wires A 12cm 012 Yellow 3m Y Customized S 5m 0500

NANO NA 3000K WW COLORS C Dual ends D         Silicone cable W 20cm 020 White 3m W COLORS C 50m 5000

Extruion 
tube ET 4000K NW Neutral N No X No wire X 50cm 050 Red R

Extrusion 
curved tube EG

6000K W 100cm 100 NO X

No wire 000

Milky white 
silicone 

extrusion 
curved tube

EGR

D 6 140 24 08 NO - 9 SW N S A 012 W C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 660 100 F

685 104 F

710 108 F

685 104 F

8mm

Cutting Unit：50mm

7.14mm

1.2mm

24V+

24V-

Tc

24V+

24V-

60

180

300
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS0709 220

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

7.6mm

5.2mm

9m
m

7.
6m

m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

16mm

13
m

m

10
m

m

12.4mm
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D6210-24V-8mm

· 210LEDs/m high-density light beads and 1.2mm thick, better to be in 
conjunction with profiles
· Self-encapsulated design offers five kinds of optional 2700-6000K white light ,
  CRI 90
· Life span exceeds 36000H

Basic Parameters

Size 5000×8×1.2mm

Cutting Unit 7LEDs/33.33mm

Input Voltage 24VDC

Input Current 0.454A/1m &1.9A/5m

Typ.power 10.9W/m &45.6W/5m

Max.Power 12W/m

Bending Diameter ＞60mm

Copper foil 2oz

D62102408NO-9SWNSA012WC0500

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D - 2216 6 210LEDs/m 210 24V 24 8mm 08 NO NO - Ra＞90 9 2700K SW Customized S One end S Parallel wires A 12cm 012 Yellow 3m Y Customized S 5m 0500

NANO NA 3000K WW COLORS C Dual ends D         Silicone cable W 20cm 020 White 3m W COLORS C 50m 5000

Extruion 
tube ET 4000K NW Neutral N No X No wire X 50cm 050 Red R

Extrusion 
curved tube EG

6000K W 100cm 100 NO X

No wire 000

Milky white 
silicone 

extrusion 
curved tube

EGR

D 6 210 24 08 NO - 9 SW N S A 012 W C 0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 1180 98 F

1245 104 F

1296 108 F

1245 104 F

24V+

24V-

Tc

24V+

24V-

8mm

Cutting Unit：33.33mm

4.76mm

1.2mm

90

270

450
0°

30°

60°

90°

D6280-24V-8mm

·280 LEDs/m high-density light beads and 1.2mm thick, better to be in 
conjunction with profiles
· Self-encapsulated design offers five kinds of optional 2700-6000K white light, 
  CRI 90
· Life span exceeds 36000H

D62802408NO-9SWNSA012WC0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 1500 100 F

1590 106 F

1650 110 F

1590 106 F

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2216 6 280LEDs/m 280 24V 24 8mm 8 NO NO - Ra＞ 90 9 2700K SW Customized S One end S Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 5m 0500

NANO NA 3000K WW COLORS C Dual ends D No wire X 20cm 020 White
3m W COLORS C 50m 5000

Extruion 
tube ET 4000K NW Neutral N No X Silicone cable W 50cm 050 Red R

Extrusion 
curved tube EG

6000K W 100cm 100 NO X

No wire X

Milky white 
silicone 

extrusion 
curved 
tube

EGR

D 6 280 24 8 NO - 9 NW N S A 012 W C 0500

Basic Parameters

Size 5000×8×1.2mm

Cutting Unit 7LEDs/25mm

Input Voltage 24VDC

Input Current 0.625A/1m & 2.6A/5m

Typ.power 15W/m & 62.4W/5m

Max.Power 16.5W/m

Bending Diameter ＞60mm

Copper foil 3oz

8mm

Cutting Unit：25mm

3.57mm

1.2mm

24V +

24V-

Tc

24V+

24V-

110

330

550
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
 Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

16mm

13
m

m

10
m

m

12.4mm

16mm

13
m

m

10
m

m

12.4mm
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D6280-24V-10mm

· Double rows of light beads and 1.2mm thick, better to be in conjunction with 
profiles 
· Self-encapsulated design offers four kinds of optional 2700-6000K white lights 
· CRI90
· Life span exceeds 36000H

Cutting Unit：50mm 1.2mm

7.14mm

10mm

D62802410NO-9NWNDA012WC0500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy Efficiency Class

>90 1387 92 F

1462 97 F

1508 101 F

1462 97 F

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2216 6 280LEDs/m 280 24V 24 10mm 10 NO NO - Ra＞ 90 9 2700K SW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 5m 0500

NANO NA 3000K WW COLORS C One end S Silicone cable W 20cm 020 White 
3m W COLORS C 50m 5000

Extrusion 
curved tube EG

4000K NW Neutral N No X No wire X 50cm 050 Red R 40m 4000

6000K W 100cm 100 NO X

Milky white 
silicone 

extrusion 
curved 
tube

EGR
 No wire 000

D 6 280 24 10 NO - 9 NW N D A 012 W C 0500

Basic Parameters

Size 5000×10×1.2mm

Cutting Unit 14LEDs/50mm

Input Voltage 24VDC

Input Current 0.625A/1m & 2.73A/5m

Typ.power 15W/1m & 65.5W/5m

Max.Power 16.5W/m

Bending Diameter ＞60mm

Copper foil 2oz

100

300

0°

30°

60°

90°

500

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 1170 87 /

1240 92 F

1300 96 F

1300 96 F

1240 92 F

D8120M-24V-8mm

· Double rows of light beads, more flexible application
· Cutting unit is only 16.66mm
· Highly matched with traditional LED strips in terms of parameters, Flexible 
stocking
· Self-encapsulated design offers 5 kinds of optional 2700-6000K white 
lights

8mm

D8120M2408NO-9SWNSA012WC0500

Cutting Unit：16.66mm

8.33mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 120LEDs/m 120 24V 24 8mm 08 NO NO - Ra＞ 90 9 2700K SW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 5m 0500

NANO NA 3000K WW COLORS C One end S Silicone cable W 20cm 020 White 
3m W COLORS C 50m 5000

Extruion 
tube ET 4000K NW Neutral N No X No wire X 50cm 050 Red R 40m 4000

Extruion filling EF 5000K DW 100cm 100 No X

Extrusion 
curved tube EG

6000K W No wire 000

Milky white 
silicone 

extrusion 
curved tube

EGR

D 8 120M 24 08 NO - 9 SW N S A 012 W C 0500

1.6mm

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 2LEDs/16.66mm

Input Voltage 24VDC

Input Current 0.563A/1m & 2.67A/5m

Typ.power 13.5W/1m  &  64.08W/5m

Max.Power 14.4W 

Bending Diameter ＞60mm

Copper foil 3oz

90

270

450
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

16mm

13
m

m

10
m

m

12.4mm

16mm

13
m

m

10
m

m

12.4mm
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Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 1440 89 /

1520 94 F

1590 98 F

1590 98 F

1520 94 F

D8168M-24V-10mm

· Double rows of light beads, more flexible application
· Cutting unit is only 11.90mm
· Highly matched with traditional LED strips in terms of parameters, Flexible 
stocking
· Self-encapsulated design offers 5 kinds of optional 2700-6000K white 
lights

10mm

D8168M2410NO-9SWNSA012WC0500

Cutting Unit：11.90mm

5.95mm

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835 8 168LEDs/m 168 24V 24 10mm 10 NO NO - Ra＞ 90 9 2700K SW Customized S Dual ends D Parallel 
wires A 12cm 012 Yellow 

3m Y Customized S 5m 0500

NANO NA 3000K WW COLORS C One end S Silicone cable W 20cm 020 White 
3m W COLORS C 50m 5000

Extruion 
tube ET 4000K NW Neutral N No X No wire X 50cm 050 Red R 40m 4000

Extruion filling EF 5000K DW 100cm 100 No X

Extrusion 
curved tube EG 6000K W No wire 000

D 8 168M 24 10 NO - 9 SW N S A 012 W C 0500

1.6mm

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 2LEDs/11.9mm

Input Voltage 24VDC

Input Current 0.67A/1m & 2.79A/5m

Typ.power 16.15W/1m &  66.9W/5m

Max.Power 17.3W

Bending Diameter ＞60mm

Copper foil 3oz

110

330

550
0°

30°

60°

90°

H852-230V-12mm 

· Connect directly to mains power without the need for another power 
supply
· Protected by extrusion silicon, IP65
· Integrated with IC, consistent luminance
· CE/CB approved, 3 years warranty

H85223012EF-8LWNSN050XC5000

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

H H 2835 8 52LEDs/m 52 230V 230 12mm 12  Extrusion 
filling EF -  >80 8  2200 LW Customized S One end S PVC wire N 50cm 050 Red R Customized S 1m 0100

2850 WW Neutral N  EU plug 
wire EU 150cm 150 No X COLORS C 5m 0500

4000 NW 50m 5000

5700 W

H 8 52 230 12 EF - 8W LW N S N 050 X C 0100

Basic Parameters

Size 50000×14×5mm

Cutting Unit 26LEDs/500mm

Input Voltage AC220V-240V 50Hz\60Hz

Input Current AC230V 0.023A/1m & 1.13A/50m

Typ.power AC230V 5.3W/1m & 261W/50m

Max.Power AC230V 6W

Bending Diameter ＞60mm

Copper foil 2oz

14mm

Cutting Unit：500mm

19.23mm

5mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 410 78 /

450 85 /

530 100 /

550 104 /

85

5700

30

90

150
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

16mm

13
m

m

10
m

m

12.4mm

Recommended Solution

Name Picture Model Remark Page

Profile LS1911K

Match only with LED strip 
for heat dissipation

202

Soldering-
free 
connecter

94-03-00-
0063

Suitable for high-voltage LED 
strip

140

PVC 
mounting 
groove

94-02-00-
0026

Suitable for 12mm FPC width, ET/
EF extrusion LED strip

140

Wire 
Accessory

14-03-00-
0293

Suitable for monochrome LED 
strip

19 .7mm

16

11
m

m

.1mm
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5mm

· Connect directly to mains power without the need for another power 
supply
· Protected by extrusion silicon, IP65
· Integrated with IC, consistent luminance
· CE/CB approved, 3 years warranty

H810423012EF-8LWNSN050XC5000

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

H H 2835 8 104LEDs/m 104 230V 230 12mm 12  Extrusion 
filling EF -  >80 8  2200 LW Customized S One end S PVC wire N 50cm 050 Red R Customized S 1m 0100

2850 WW Neutral N  EU plug 
wire EU 150cm 150 No X COLORS C 5m 0500

4000 NW 50m 5000

5700 W

H 8 104 230 12 EF - 8W LW N S N 050 X C 0100

H8104-230V-12mm 

Basic Parameters

Size 500o0×14×5mm

Cutting Unit 26LEDs/250mm

Input Voltage AC220V-240V 50Hz\60Hz

Input Current AC230V 0.046A/1m & 2.23A/50m

Typ.power AC230V 10.6W/1m & 512.9W/50m

Max.Power AC230V 12W 

Bending Diameter ＞60mm

Copper foil 2oz

14mm

Cutting Unit：250mm

9.6mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 820  78 /

990 94 G

1060 100 F

1100 104 F

85

5700

70

210

350
0°

30°

60°

90°

8mm

DF62408NO-9SWNDA012WC0500

Cutting Unit：25mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 630 79 G

640 80 G

660 83 G

680 85 G

/ /

/ /

/ /

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 600LM/M 6 24V 24 8mm 8 NO NO - Ra＞ 90 9 2700K SW Neutral N One end S Parallel wires A 12cm 012 White 
3m W Customized S 5m 0500

NANO NA 0 0 3000K WW Dual ends D Silicone cable W 15cm 015 Red R COLORS C

Extruion 
tube ET 4000K NW No wire X 20cm 020 No X

6500K W 50cm 050

R R No wire 000

G G

B B

D F 6 24 08 NO - 9 SW N D A 012 W C 0500

1.6mm

24V-

24V+

24V-

24V+

6500

DF6-24V-8mm

· Linear LED strip and dot-free with large light-emitting angle
· CRI>90, 85LM/W@4000K
· Suitable for furniture lighting and decorative lighting application
·  700K\3000K\4000K\6500K\R\G\B optional

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 25mm

Input Voltage 24VDC

Input Current 0.33A/1m & 1.46A/5m

Typ.power 8W/1m & 35W/5m

Max.Power 9W

Bending Diameter ＞60mm

Copper foil 2oz

40

120

200
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Recommended Solution

Name Picture Model Remark Page

Profile LS1911K

Match only with LED strip 
for heat dissipation

302

Soldering-
free 
connecter

94-03-00-
0063

Suitable for high-voltage LED 
strip

140

PVC 
mounting 
groove

94-02-00-
0026

Suitable for 12mm FPC width, ET/
EF extrusion LED strip

140

Wire 
Accessory

14-03-00-
0293

Suitable for monochrome LED 
strip

19 .7mm

16

11
m

m

.1mm
16mm

13
m

m

10
m

m

12.4mm
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DF7-24V-4mm

· Linear LED strip and dot-free with large light-emitting angle
· CRI>90, 85LM/W
· Suitable for furniture lighting and decorative lighting application
·  2700K\3000K\4000K\6500K\R\G\B optional

4mm

DF72404NO-9SWNSA012YC0250

Cutting Unit：16.67mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 610 68 G

680 76 G

760 85 G

810 90 G

/ /

/ /

/ /

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 700LM/m 7 24V 24 4mm 4 NO NO - Ra＞ 90 9 2700K SW Neutral N One end S Parallel wires A 12cm 012 Yellow 
3m Y Customized S 2.5m 0250

NANO NA 0 0 3000K WW Dual ends D No wire X 15cm 015 COLORS C

4000K NW No X 20cm 020

6500K W 50cm 050

R R No 
wire 000

G G

B B

D F 7 24 04 NO - 9 SW N D A 012 Y C 0250

1.6mm

6500

Basic Parameters

Size 2500×4×1.6mm

Cutting Unit 16.67mm

Input Voltage 24VDC

Input Current 0.375A/1m & 0.79A/2.5m

Typ.power 9W/1m & 19W/2.5m

Max.Power 10W

Bending Diameter ＞60mm

Copper foil 2oz

DF8-12V-8mm

8mm

DF81208NO-9SWNSA012WC0250

Cutting Unit：10mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 650 82 G

720 90 G

780 98 F

800 100 F

/ /

/ /

/ /

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 800LM/m 8 12V 12 8mm 8 NO NO - Ra＞ 90 9 2700K SW Neutral N One end S Parallel wires A 12cm 012 White 
3m W Customized S 2.5m 0250

NANO NA 3000K WW Dual ends D Silicone 
cable W 20cm 020 Red 

3m R COLORS C 5m 0500

Extruion 
tube ET 4000K NW No X No wire X 50cm 050 No X 50m 5000

Milky white 
silicone 

extrusion 
curved tube

EGR

6500K W 100cm 100

R R No wire 000

G G

B B

D F 8 12 08 NO - 9 SW N S A 012 W C 0250

1.6mm

12V+

 

12V-

12V+

 

12V-

6500

· Linear LED strip and dot-free with big large light-emitting angle
· CRI>90, 100LM/W
· Suitable for furniture lighting and decorative lighting application
·  2700K\3000K\4000K\6500K\R\G\B optional

Basic Parameters

Size 2500×8×1.6mm

Cutting Unit 10mm

Input Voltage 12VDC

Input Current 0.67A/1m &  1.5A/2.5m

Typ.power 8W/1m & 18W/2.5m

Max.Power 9W

Bending Diameter ＞60mm

Copper foil 2oz

40

120

200
0°

30°

60°

90°
50

100

200
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS0709 220

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

7.6mm

5.2mm

9m
m

7.
6m

m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Power 
Supply

LRS-XXX-12
Constant voltage 12V, Not 
waterproof, Non-dimming

144

16mm

13
m

m

10
m

m

12.4mm
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DF8-24V-8mm

8mm

DF82408NO-9SWNDA012WC0500

Cutting Unit：55.5mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 790 79 /

830 83 G

850 85 G

870 87 G

/ /

/ /

/ /

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 800LM/m 8 24V 24 8mm 8 NO NO - Ra＞ 90 9 2700K SW Customized S One end S Parallel wires A 12cm 012 White 
3m W Customized S 5m 0500

NANO NA 0 0 3000K WW COLORS C Dual ends D Silicone 
cable W 15cm 015 Yellow 

3m Y COLORS C

Extruion 
tube ET 4000K NW Neutral N No X No wire X 20cm 020 No X

6500K W 50cm 050

Red R No wire 000

Green G

Blue B

D F 8 24 08 NO - 9 SW N D A 012 W C 0500

1.6mm

24V-

24V+

24V-

24V+

6500

· Linear LED strip and dot-free with large light-emitting angle
· CRI>90, 80LM/W, 800LM/M
· Easy installation and maintenance
· 2700K\3000K\4000K\6500K\R\G\B optional

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 55.5mm

Input Voltage 24VDC

Input Current 0.42A/1m &  1.8A/5m

Typ.power 10W/1m & 43.2W/5m

Max.Power 11.2W

Bending Diameter ＞60mm

Copper foil 2oz

DF8-48V-10mm

10mm

DF84808NO-9SWNSA012WC0250

Cutting Unit：33.3mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 790 79 /

830 83 G

860 86 G

860 86 G

/ /

/ /

/ /

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 800LM/M 8 48V 48 10mm 10 NO NO - Ra＞ 90 9 2700K SW Neutral N One end S Parallel wires A 12cm 012 White 
3M W Customized S 2.5m 0250

NANO NA 0 0 3000K WW Dual ends D No wire X 20cm 020 Red R COLORS C 5m 0500

Extruion 
tube ET 4000K NW No X 50cm 050

Milky white 
silicone 

extrusion 
curved tube

EGR

6500K W 100cm 100

Red R No wire 000

Green G

Blue B

D F 8 48 10 NO - 9 SW N S A 012 W C 0250

1.6mm

6500

· Linear LED strip and dot-free with large light-emitting angle, single-ended 
power supply for 15 meters
· CRI>90, 86LM/W@4000K
· Suitable for furniture lighting and decorative lighting application
·  2700K\3000K\4000K\6500K\R\G\B optional

Basic Parameters

Size 15000×10×1.6mm

Cutting Unit 33.3mm

Input Voltage 48VDC

Input Current 0.21A/1m &  2.63A/5m

Typ.power 10W/1m & 126W/5m

Max.Power 11.2W

Bending Diameter ＞60mm

Copper foil 3oz

50

150

250
0°

30°

60°

90°
50

150

250
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB210-
NOTA

10mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Power 
Supply

LRS-XXX-48
Constant voltage 48V, Not 
waterproof, Non-dimming

144

16mm

13
m

m

10
m

m

12.4mm

16mm

13
m

m

10
m

m

12.4mm
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DF10-24V-8mm

8mm

DF102408NO-9SWNDA012WC0500

Cutting Unit：29.41mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 820 82 G

900 90 G

980 98 F

1000 100 F

/

/

/

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 1000LM/m 10 24V 24 8mm 8 NO NO - Ra＞ 90 9 2700K SW Neutral N One 
end S Parallel wires A 12cm 012 White 

3m W Customized S 5m 0500

NANO NA 0 0 3000K WW Dual ends D Silicone 
cable W 20cm 020 Yellow 

3m Y COLORS C

Extruion 
tube ET 4000K NW No X No wire X 50cm 050 Red R

Milky white 
silicone 

extrusion 
curved tube

EGR

6500K W 100cm 100 No X

Red R No wire 000

Green G

Blue B

D F 10 24 08 NO - 9 SW N D A 012 W C 0500

1.6mm

24V-

24V+

24V-

24V+

6500

· Linear LED strip and dot-free with big emitting angle
· CRI>90, 100LM/W, 1000LM/M
· Easy installation and maintaining
·  7 optional 2700K\3000K\4000K\6500K\R\G\B

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 29.41mm

Input Voltage 24VDC

Input Current 0.42A/1m &  1.8A/5m

Typ.power 10W/1m & 43.2W/5m

Max.Power 11.2W

Bending Diameter ＞60mm

Copper foil 2oz

8mm

DF152408NO-9SWNDA012WC0500

Cutting Unit：29.41mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 1230 82 /

1350 90 /

1470 98 F

1500 100 F

/

/

/

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 1500LM/M 15 24V 24 8mm 8 NO NO - Ra＞ 90 9 2700K SW Neutral N One end S Parallel wires A 12cm 012 White 
3m W Customized S 5m 0500

NANO NA 0 0 3000K WW Dual ends D Silicone cable W 20cm 020 Red R COLORS C

Extruion 
tube ET 4000K NW No X 50cm 050 No X

Milky white 
silicone 

extrusion 
curved tube

EGR

6500K W 100cm 100

Red R No wire 000

Green G

Blue B

D F 15 24 08 NO - 9 SW N D A 012 W C 0500

1.6mm

24V-

24V+

24V-

24V+

6500

DF15-24V-8mm

· Linear LED strip  and dot-free with large light-emitting angle
· CRI>90, 100LM/W, 1500LM/M
· Easy installation and maintaining
· 2700K\3000K\4000K\6500K\R\G\B optional

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 29.41mm

Input Voltage 24VDC

Input Current 0.63A/1m & 2.07A/5m

Typ.power 15W/1m & 49.7W/5m

Max.Power 16.8W

Bending Diameter ＞60mm

Copper foil 2oz

50

150

250
0°

30°

60°

90°

0°
30°

60°

90°
80

240

400

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

139

Connector
CXB208-
NOTA

8mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

16mm

13
m

m

10
m

m

12.4mm

16mm

13
m

m

10
m

m

12.4mm
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DF14SWW-24V-10mm

10mm

Cutting Unit：27.78mm

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 1400LM/m 14 24V 24 10mm 10 NO NO - Ra＞ 90 9 2700K
6500K SWW Neutral N One 

end S Parallel wires A 12cm 012 Yellow 3m Y Customized S 5m 0500

NANO NA Dual ends D No wire X No wire 000 No X COLORS C

Extruion 
tube ET No X

D F 14 24 10 NO - 9 SWW N D A 012 Y C 0500

· Linear LED strip and dot-free with large light-emitting angle
· CRI>90, 90LM/W, 1400LM/M
· Easy installation and maintaining

Basic Parameters

Size 5000×10×1.6mm

Cutting Unit 27.78mm

Input Voltage 24VDC

Input Current 0.42A/1m &  1.8A/5m

Typ.power 15W/1m & 56W/5m

Max.Power 16.8W

Bending Diameter ＞60mm

Copper foil 2oz

8mm

DF42410NO-0RGBNDA012YC0500DF142410NO-9SWWNDA012YC0500

Cutting Unit：29.41mm

Ordering Code
Category LED Type LM/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D COF F 400LM/M 4 24V 24 10mm 10 NO NO - RGB 0 RGB RGB Neutral N One end S Parallel wires A 12cm 012 Yellow 
3M Y COLORS C 5m 0500

NANO NA No X No wire X No wire 000 No X Customized C

Extruion 
tube ET

D F 4 24 10 NO - 0 RGB N D A 012 Y C 0500

DF4RGB-24V-10mm

· Linear RGB colorful strip and dot-free with large light-emitting angle
· Widely adaptable to all types of controllers
· High quality FPC, high conductive 3M adhesive
· Ta: -25~40° C；Tc：75° C（max）

Basic Parameters

Size 5000×8×1.6mm

Cutting Unit 29.41mm

Input Voltage 24VDC

Input Current 0.63A/1m & 2.07A/5m

Typ.power 15W/1m & 49.7W/5m

Max.Power 16.8W

Bending Diameter ＞60mm

Copper foil 2oz

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>90 630 85 F

400 95 F

780 105 F

Photo-electric Parameters

Color CCT/wavelength LM/m

/ 720

625nm 125

525nm 495

470nm 70

0

30

60

900
80

160

240

320

400
0

30

60

900
40

80

120

160

200

+24

W
C

+24

W
C

24+
G-

R-
B-

24+
G-

R-
B-

Recommended Solution

Name Picture Model Remark Page

Profile LS1607 228

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR2-GT-BA
12-48V White Light Symphony 
Dimming Controller

142

Remote 
Control

CK2-GBA
White light magic color 
dimming remote control, used 
with the controller

142

16mm

10.7mm

7m
m

5m
m

Recommended Solution

Name Picture Model Remark Page

Profile LS1613 230

Connector
CBB410-
NOTA

10mm wide, 4PIN board-
to-board connector, 
suitable for RGB strip, NO/
NA

139

Connector
CXB410-
NOTA

10mm wide, 4PIN Wire-
to-board connector, 
suitable for RGB strip, NO/
NA, 4PIN wire 18- 22AWG

139

Power 
Supply

LRS-XXX-24
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR2-GBA
12-48V RGB Dimming 
Controller

142

Remote 
Control

CK4-GBA
RGB dimming remote control, 
used with the controller

142

16mm

13
m

m

10
m

m

12.4mm
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Std series

Std series are extensively utilized in auxiliary lighting and decorative 
lighting. With highly standardized, automated manufacturing 
technique adopted, it comes out cost-effective, continuously 
soldering-free and highly reliable. The versatile Std series are suitable 
for use in ceiling and grooves of residential space, stores, restaurants 
and conference rooms as background decoration or auxiliary lighting. 
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DJ60-12V-8mm

· Cost effective
· Fast delivery
· Reel-to-reel production process, no soldering joint for whole reel
· 4 kinds of optional white light

8mm

DJ601208NO-8NWNDA012WC0500

1.5mmCutting Unit：50mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 450 93 F

460 96 F

520 112 F

500 104 F

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835J J 60LEDs/m 60 12V 12 08mm 08 NO NO - Ra ＞ 80 8 2700K SW Neutral N Dual ends D Parallel wires A 12cm 012 Yellow 
3m Y Customized S 1m 0100

NANO NA 3000K WW One end S Silicone cable W 20cm 020 White 
3m W COLORS C 5m 0500

Extrusion 
tube ETS 4000K NW No X 50cm 050 Red R 50m 5000

Extrusion 
curved tube EG 6500K W 100cm 100 NO X

No wire X

D J 60 12 08 NO - 8 SW N S A 012 W C 0100

16.66mm

12V+ 12V+

12V-

TC

6500

Basic Parameters

Size 5000×8×1.5mm

Cutting Unit 3LEDs/50mm

Input Voltage 12VDC

Input Current 0.37A/1m & 1.6A/5m 

Typ.power 4.4W/1m & 19.2W/5m

Max.Power 4.8W/m

Bending Diameter ＞60mm

Copper foil 2oz

· Cost effective
· Fast delivery
· Reel-to-reel production process, no soldering joint for whole reel
· 4 kinds of optional white light

DJ60-24V-8mm

Cutting Unit：100mm

8mm

16.66mm

DJ602408NO-8SWNSA012WC0100

1.5mm

Photo-electric Parameters

CRI CCT LM/m LM/W Energy efficiency Class

>80 450 93 F

480 100 F

520 112 F

500 104 F

Ordering Code
Category LED Type LEDs/m Voltage FPC Width IP Process - CRI CCT Silk Printing Entry Cable Wire Type Wire Length Tape Type Label Type Strip Length

D D 2835J J 60LEDs/m 60 24V 24 08mm 08 No NO - Ra ＞ 80 8 2700K SW Customized S Dual ends D Parallel wires A 12cm 012 White 
3m W Customized S 1m 0100

Nano NA 3000K WW COLORS C One end S Silicone cable W 20cm 020 Yellow 
3m Y COLORS C 5m 0500

Extrusion 
tube ETS 4000K NW Neutral N No X No wire X 50cm 050 Red R 50m 5000

Extrusion 
curved tube EG 6000K W 100cm 100 No X

No wire 000

D J 60 24 08 NO - 8 SW N S A 012 W C 0100

24V+ 24V+

24V- 24V-

TC

6500

Basic Parameters

Size 5000×8×1.5mm

Cutting Unit 6LEDs/100mm

Input Voltage 24VDC

Input Current 0.18A/1m & 0.88A/5m

Typ.power 4.4W/1m & 22.3W/5m

Max.Power 4.8W/m

Bending Diameter ＞60mm

Copper foil 2oz

40

120

200
0°

30°

60°

90°
40

120

200
0°

30°

60°

90°

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector
CBB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector CXB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Controller CR1-GBA
12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

Power 
Supply

BN-V12-XXXP
Constant voltage 12V, Not 
waterproof, Non-dimming

144

10.7mm 5m
m

7m
m

Recommended Solution

Name Picture Model Remark Page

Profile LS1607

Match only with LED strip 
for heat dissipation

228

Connector
CBB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 

140

Connector CXB208-
NOTA

08mm FPC width, 
2PIN, board-to-board, 
soldering-free connector 
equipped with profiles 

140

Power 
Supply

BN-V24-XXXP
Constant voltage 24V, Not 
waterproof, Non-dimming

144

Controller CR1-GBA
 12-48V monochromatic 
dimming controller

142

Remote 
Control

CK1-GBA
Monochromatic dimming 
controller, in conjunction with 
controller

142

10.7mm 5m
m

7m
m




